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TREES QTY BOTANICAL / COMMON NAME SIZE CONTAINER
AC 18 Abies concolor / White Fir B & B 2.5" Cal.
AF 16 Acer rubrum 'Franksred' TM / Red Sunset Maple B & B 2.5" Cal.
AM 12 Acer saccharum 'PNI 0285' TM / Green Mountain Sugar Maple B & B 2.5" Cal.
MI 14 Malus x 'Indian Magic' / Indian Magic Crabapple B & B 1.5" Cal.
PA 25 Picea abies / Norway Spruce B & B 6` HT
QR 13 Quercus rubra / Red Oak B & B 2.5" Cal.
TN 39 Thuja occidentalis 'Nigra' / Black Arborvitae B & B 6` HT

SHRUBS QTY BOTANICAL / COMMON NAME SIZE CONTAINER
AM2 42 Aronia melanocarpa `Morton` TM / Iroquois Beauty Black Chokeberry CONT. 3 GAL.
CS 49 Cornus sericea 'Cardinal' / Cardinal Red Twig Dogwood CONT. 5 GAL
JF 56 Juniperus chinensis 'Sea Green' / Sea Green Juniper CONT. 3 GAL.
TD 48 Taxus x media 'Densiformis' / Dense Anglo-Japanese Yew CONT. 3 GAL.

PLANT SCHEDULE

LAWN SEED - SUN AND PARTIAL SHADE MIX 101,602 sf
Seed mixes to be include hyrid varieties that are drought tolerant and winter hardy.
See general notes for additional lawn seed information and installation requirements.

Festuca arundinacea / Tall Fescue 81,282 sf
Poa pratensis / Kentucky Bluegrass 20,320 sf

CONCEPT PLANT SCHEDULE
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LANDSCAPE PLAN

1. CONTRACTOR TO VERIFY ALL UTILITY LOCATIONS IN THE FIELD
PRIOR TO BEGINNING WORK.  CONTRACTOR IS RESPONSIBLE
FOR ANY DAMAGE TO UTILITIES ASSOCIATED WITH WORK.
UTILITIES SHALL BE REPAIRED TO SATISFACTION OF THE
UTILITY OWNER AND/OR OPERATING AUTHORITY AT NO
ADDITIONAL COST.

2. A MINIMUM OF 4" OF PLANTING SOIL (23 TOPSOIL, 13 MULCH AND
SOIL CONDITIONER) SHALL BE PLACED ON ALL AREAS TO BE
SEEDED, SODDED AND PLANTED. PLANTING SOIL MIX SHALL
BE FREE FROM SUBSOIL, VEGETATION, WEEDS OR ANY
EXTRANEOUS OR DELETERIOUS MATERIALS LARGER THAN 1".
REMOVE ANY UNSUITABLE AND EXCESS EXISTING TOPSOIL,
AS DETERMINED BY SOILS ENGINEER, FROM THE SITE.
FURNISH ANY ADDITIONAL SOIL AS NEEDED AT NO
ADDITIONAL COST. ADDED PLANTING SOIL IS TO BE
INCORPORATED INTO EXISTING.

3. IN CASE OF DISCREPANCIES BETWEEN THE PLAN AND THE
PLANT LIST, THE PLAN SHALL DICTATE. IF IN QUESTION,
CONTACT THE LANDSCAPE ARCHITECT.

4. ALL PLANTING BEDS SHALL HAVE A 3" THICK LAYER OF
SHREDDED  HARDWOOD BARK MULCH OR DECORATIVE
STONE MULCH. NO UTILITY MULCH OR PROCESSED TREE
TRIMMINGS  WILL BE ALLOWED. ALL PLANTING BEDS SHALL
HAVE PRE-EMERGENT HERBICIDE  APPLIED AS PER
MANUFACTURER'S RECOMMENDATION, AFTER INSTALLATION
IS COMPLETE.

5. FINAL PLACEMENT OF PLANT MATERIALS, ETC. SHALL BE
APPROVED BY  LANDSCAPE ARCHITECT BEFORE PLANTING
OPERATIONS ARE TO PROCEED. ALL TREE LOCATIONS SHALL
BE MARKED WITH A WOODEN STAKE INDICATING  VARIETY
AND SIZE OF TREE.

6. NO SUBSTITUTIONS OF PLANT MATERIAL WILL BE ALLOWED. IF
PLANTS ARE  SHOWN TO BE UNAVAILABLE, THE CONTRACTOR
SHALL NOTIFY LANDSCAPE  ARCHITECT PRIOR TO BID DATE IN
WRITING. ALL PLANTS SHALL BE INSPECTED AND TAGGED
WITH PROJECT IDENTIFICATION AT NURSERY OR
CONTRACTOR'S OPERATION PRIOR TO MOVING TO JOB SITE.
PLANTS MAY ALSO BE INSPECTED AND APPROVED OR
REJECTED ON THE JOB SITE.

7. ALL PLANTS ARE TO MEET OR EXCEED AMERICAN STANDARDS
FOR NURSERY STOCK, CURRENT EDITION, AS SET FORTH BY
AMERICAN ASSOCIATION OF NURSERYMEN.

8. PLANTINGS SHOULD BE INSTALLED BETWEEN APRIL 1ST AND
MAY 31ST, OR BETWEEN SEPTEMBER 1ST AND OCTOBER 31ST
TO AVOID UNFAVORABLE WEATHER CONDITIONS.
LANDSCAPE AND TURF PLANTED OUTSIDE OF THESE PERIODS
WILL REQUIRE ADDITIONAL MEASURES TO MAINTAIN
ACCEPTABLE HEALTH AT NO ADDITIONAL COST TO THE
CLIENT.

9. PLANTS AND ALL OTHER MATERIALS TO BE STORED ON SITE
WILL BE PLACED WHERE THEY WILL NOT CONFLICT WITH
CONSTRUCTION AND AS DIRECTED BY OWNER.

10. ALL NEW LANDSCAPE PLANTINGS SHALL BE GUARANTEED
FOR A PERIOD OF ONE YEAR FOLLOWING FINAL INSPECTION
BY LANDSCAPE ARCHITECT. AT END OF THIS PERIOD, PLANT
MATERIAL TERMED DEAD OR UNSATISFACTORY BY
LANDSCAPE ARCHITECT SHALL BE REPLACED AT NO
ADDITIONAL CHARGE BY THE LANDSCAPE CONTRACTOR.

11. ALL DISTURBED LAWN AREAS SHALL BE SEEDED OR SODDED
AS SHOWN PER THE LANDSCAPE AND EROSION CONTROL
PLANS.

12. LAWN AND SOD AREAS ARE TO BE GRADED UNIFORMLY
WITHOUT ANY  UNDULATIONS OR IRREGULARITIES IN THE
SURFACE PRIOR TO ANY SEED OR SOD WORK.

13. ALL LAWN  IS TO BE A BLEND PER THE PLANT SCHEDULE.
SEED  AREAS ARE TO HAVE 0% NOXIOUS WEED AND FREE OF
DISEASE.

14. PROTECT LAWN SEEDED AREAS WITH STRAW MULCH. SPREAD
MULCH UNIFORMLY AT A MINIMUM RATE OF 2 TONS PER
ACRE TO FORM A CONTINUOUS BLANKET 1 12 INCHES IN
LOOSE THICKNESS OVER SEEDED AREAS.

GENERAL NOTES:

LANDSCAPE LEGEND

DECIDUOUS SHADE TREE

MULCH BED/ TREE RING 
(DOUBLE-SHREDDED HARDWOOD

SHRUBS / ORNAMENTAL GRASSES

       BARK MULCH)

EVERGREEN TREE

ORNAMENTAL TREE

ORDINANCE NOTES:

Corridor LDQdsFDSe BuIIer
The streetscape shall be landscaped with the Type B buffer (Min. 20' buffer; Min. 6 trees
and 15 large shrubs per 100 LF). The streetscape landscaping shall be in addition to the
required parking lot perimeter plantings if it is adjacent to that use.

Corridor Landscape Buffer: 1,282 LF (38,460 SF)
Trees Required: 76.92 Trees Provided: 77
Shrubs Required: 192.3 Shrubs Provided: 195

LoW PODQWiQJ RequirePeQWs
1 deciduous or evergreen tree shall be required for every 1000 SF of yard area. Buffer
yards and parking areas shall not be included in the calculation of yard area.

Total Yard Area: 82,843 SF
Trees Required: 83 Trees Provided: 83
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1. EXCAVATE ROOTBALL PIT
2. ADD EXCAVATED SOIL & TAMP.  SET TREE SUCH THAT
   TOP OF ROOTBALL IS 2-3" HIGHER THAN FINISH GRADE.
3. REMOVE ALL TWINE, ROPE, WIRE BASKET, AND BURLAP
    FROM TOP 1/3  OF ROOTBALL & EXPOSE ROOT FLARE.

4. BACKFILL WITH SOIL MIX & "WATER IN"
5. COMPLETE BACKFILLING, CONSTRUCT SAUCER,
    SPADE-EDGE & ADD MULCH
6. STAKE & GUY SECURELY (AS REQUIRED)

ADD EXCAVATED SOIL AS
NEEDED TO BRING TREE

TO FINISHED GRADE. TAMP
LIGHTLY BUT THOROUGHLY

PRIOR TO SETTING TREE
TO PREVENT SETTLING.

SCARIFY BASE OF PLANT
PIT WHEN EXCAVATING PIT.
BREAK THROUGH & LOOSEN
ALL "HARDPAN" (REMOVE AS
NECESSARY TO FACILITATE
DRAINAGE)

6" M
IN

.

PLANTING SOIL MIX
(SEE GENERAL NOTES)

12" 12"
12" MIN.

8"

GENERAL NOTES:
1. SEE GENERAL NOTES FOR DRAINAGE
    REQUIREMENTS PROIR TO PLANTING.
2. DO NOT ALLOW AIR POCKETS TO
    FORM WHEN BACKFILLING.
3. IMMEDIATELY SOAK WITH WATER.
4. DO NOT BREAK ROOTBALL.

2-3"

SPADE EDGE

3" MULCH LAYER (SEE GENERAL NOTES)

EARTH SAUCER

1-1/2" MULCH LAYER

FINISHED GRADE

PLANTING PROCEDURE

KEEP MULCH OFF TRUNK
OF TREE

REMOVE ALL ROPE, BURLAP, AND WIRE
BASKET FROM TOP 1/3 OF ROOTBALL

UNDISTURBED SOIL

24" U.N.O. 24" U.N.O.

3" MULCH LAYER (SEE GENERAL NOTES)

PLANTING SOIL MIX (SEE GENERAL NOTES)

SPADE EDGE

SHRUB (PER PLAN)

NOTE:  CROWN BED 2-3" ABOVE
FINISH GRADE.  TOP OF
ROOTBALL TO BE A MIN. OF 2"
ABOVE FINISH GRADE.

PLANTING PROCEDURE

1.  LAYOUT BED AND OUTLINE WITH SPADE EDGE.  PLACE
     SOIL FROM SPADE EDGE WITHIN BED.
2.  ROTOTILL BED TO A 12" MIN. DEPTH OR AS REQUIRED FOR
     SPECIFIED SHRUBS.  REMOVE EXISTING SOIL AS 
     REQUIRED.  SPREAD 6" MIN. LAYER OF SOIL MIX OVER
     BED. ROTO-TILL PLANTING SOIL MIX INTO TOP OF BED.

3.  INSTALL PLANTS, MULCH AND WATER THOROUGHLY.  DO
     NOT ALLOW AIR POCKETS TO FORM WHEN BACKFILLING.
4.  SPACE PLANTS AS IDENTIFIED IN PLANTING SCHEDULE;
     WHEN INSTALLING ADJACENT TO DIFFERENT PLANT
     MATERIAL, SPACING SHALL BE PROVIDED BASED ON THE
     LARGER DISTANCE REQUIREMENT.

NOTE:  BREAK THROUGH
ANY EXISTING
"HARD-PAN" AND REMOVE
AS NECESSARY TO
PROVIDE GOOD
PERCOLATION AND
POSITIVE DRAINAGE.

BED WIDTH

ROOT BALL

O.C.
SPACING

BED WIDTH

PLAN

SECTION

FINISH
GRADE

PLANT 30"
FROM CURB
AS NEEDED

MULCH PER PLAN
(SEE GENERAL NOTES)

2

1

VERTICAL EDGE

4"

3"

NOTE:
SPADE EDGE SHALL CREATE A
CLEAN SEPARATION BETWEEN
AREAS; AND SHALL CREATE
SMOOTH & EVEN LINES (AS
INDICATED ON THE PLANS)

NOTE:
SPADE EDGE DETAIL
SHALL BE USED AT ALL
LAWN EDGES & AT EDGES
OF MULCHED AREAS (FOR
CONTAINMENT)

LAWN AREA PLANTING OR MULCHED AREA

EXISTING GRADE OR
GRADE OF PLANTING AREA

4"
12

"

CULTIVATED SOIL

UNDISTURBED SOIL

NOTE:  BREAK THROUGH ANY EXISTING "HARD-PAN" AND
REMOVE AS NECESSARY TO PROVIDE GOOD PERCOLATION
AND POSITIVE DRAINAGE.

12" U.N.O.

SLOPE

3" HARDWOOD MULCH LAYER
PERENNIALS (PER PLAN)

PLANTING SOIL MIX

SPADE EDGE

PLANTING PROCEDURE

1.  LAYOUT BED AND OUTLINE WITH SPADE EDGE.  PLACE SOIL
     FROM SPADE EDGE WITHIN BED.
2.  ROTOTILL BED TO 12" DEPTH.  SPREAD 4" MIN. LAYER OF
     PLANTING SOIL MIX OVER BED.  ROTOTILL SOIL MIX INTO
     TOP OF BED.
3.  INSTALL PLANTS, MULCH BEDS, AND WATER THOROUGHLY.
     DO NOT ALLOW AIR POCKETS TO FORM WHEN BACKFILLING.

4.  DO NOT INSTALL PERENNIALS TOO CLOSE TO ADJACENT
     SHRUB PLANTINGS AND DO NOT PLANT WITHIN SPACING
     REQUIREMENTS OF THE ADJACENT SHRUBS AS IDENTIFIED
     IN PLANT SCHEDULE.  (I.E. DO NOT PLANT PERENNIALS
     WITHIN 4' OF ADJACENT SHRUBS SPACED AT 4' O.C.)

FINISH GRADE

ROW SPACING

(SEE GENERAL NOTES)

TOTAL DEVELOPED INTERIOR AREA: 56,620 SF
    REQUIRED: 56.6 TREES
    PROVIDED: 57 TREES

CORRIDOR BUFFER: 1,282 LF
REQUIRED: 76.92 TREES + 192.3 SHRUBS
PROVIDED: 77 TREES + 195 SHRUBS
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LANDSCAPE
DETAILS

SPADE EDGE DETAIL04
L110 SCALE: NTS

SHRUB PLANTING DETAIL02
L110 SCALE: NTS

TREE PLANTING DETAIL01
L110 SCALE: NTS

PERENNIAL PLANTING DETAIL03
L110 SCALE: NTS

ORDINANCE CALCULATIONS06
L110 SCALE: NTS

BUFFER
LOT INTERIOR CALCULATION (IN ORANGE)

INTERIOR PARKING AREAS

LOT INTERIOR CALCULATION (IN ORANGE)

INTERIOR PARKING AREAS

LOT INTERIOR CALCULATION (IN ORANGE)

UNDEVELOPED SITE IS NOT BEING CALCULATED FOR
INTERIOR LOT PLANTINGS PER DISCUSSION WITH PLANNING

UNDEVELOPED SITE IS NOT BEING CALCULATED FOR
INTERIOR LOT PLANTINGS PER DISCUSSION WITH PLANNING

LOT INTERIOR CALCULATION (IN ORANGE)

TREE PLANTING DETAIL - ON SLOPE05
L110 SCALE: 1"=1'-0"

2-3"

1'-0"

6" M
IN

.

SPADE EDGE

COMPACT EXCAVATED
FILL TO CREATE SAUCER

3" MULCH LAYER
(SEE GENERAL NOTES)

ROOTBALL (LOOSEN
BURLAP ON TOP 1/2)

GENERAL NOTES:
1. SEE NOTES FOR DRAINAGE
    REQUIREMENTS PROIR TO PLANTING
2. DO NOT ALLOW AIR POCKETS TO
    FORM WHEN BACKFILLING
3. IMMEDIATELY SOAK WITH WATER
4. DO NOT BREAK ROOTBALL

FINISHED GRADE

PLANTING SOIL MIX
(SEE GENERAL NOTES)

ADD EXCAVATED SOIL AS
NEEDED TO BRING TREE

TO FINISHED GRADE. TAMP
LIGHTLY BUT THOROUGHLY

PRIOR TO SETTING TREE
TO PREVENT SETTLING.

SCARIFY BASE OF PLANT
PIT WHEN EXCAVATING PIT.
BREAK THROUGH & LOOSEN
ALL "HARDPAN" (REMOVE AS
NECESSARY TO FACILITATE
DRAINAGE)

1. EXCAVATE ROOTBALL PIT
2. ADD EXCAVATED SOIL & TAMP.
    SET TREE SUCH THAT TOP OF ROOTBALL
    IS 2-3" HIGHER THAN FINISHED GRADE.
3. BACKFILL WITH SOIL MIX & "WATER IN"

4. COMPLETE BACKFILLING, CONSTRUCT
    SAUCER ON LOWER SIDE, TRENCH
    EDGE & ADD MULCH
5. STAKE & GUY SECURELY

PLANTING PROCEDURE

KEEP MULCH OFF TRUNK
OF TREE
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