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10.

11.

12.

13.
14.

15.
16.

17.

18.

19.

20.

21,

22.
23.

24,

25.

SITE INFORMATION WAS TAKEN FROM KEELER-WEBB ASSOC., DATED JANUARY & FEBRUARY, 2022. IT IS THE
CONTRACTOR’S RESPONSIBILITY TO VERIFY EXISTING SITE CONDITIONS PRIOR TO STARTING WORK.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING OR VERIFYING THAT ALL PERMITS AND APPROVALS ARE
OBTAINED FROM THE RESPECTIVE CITY, COUNTY, AND /OR STATE AGENCIES PRIOR TO STARTING CONSTRUCTION.

DO NOT SCALE THE DRAWINGS, USE ALL DIMENSIONS, COORDINATES, ETC. PROVIDED FOR EXACT LOCATION OF
PROPOSED IMPROVEMENT. ONLY USE PLAN CONTROL POINTS PROVIDED AS A BASIS FOR ANY CONSTRUCTION
ENGINEERING OR SURVEYING PROPOSED IMPROVEMENTS.

CONTRACTOR SHALL HIRE A LICENSED LAND SURVEYOR IN THE STATE OF PRACTICE TO PROVIDE HORIZONTAL AND
VERTICAL CONTROL MATCHING THE PLAN CONTROL POINTS PROVIDED FOR CONSTRUCTION.

ALL CONTRACTORS SHALL VERIFY ALL DIMENSIONS IN FIELD PRIOR TO CONSTRUCTION, CONTACT THE DESIGNER FOR
ANY DISCREPANCIES OR QUESTIONS PRIOR TO INSTALLING ANY PROPOSED IMPROVEMENTS.

ALL SITE DEVELOPMENT DIMENSIONS SHALL BE TO FACE OF CURB OR EDGE OF PAVEMENT, UNLESS OTHERWISE NOTED.

ALL DIMENSIONS FOR A BUILDING OR STRUCTURE SHALL BE FROM THE FACE OF BUILDING, UNLESS OTHERWISE NOTED.

ALL DIMENSIONS ARE PARALLEL / PERPENDICULAR TO PROPOSED LINES, PROPERTY LINES, OR BUILDING LINES,
UNLESS OTHERWISE NOTED.

ALL EDGE OF PAVEMENT RADII ARE 5 FEET UNLESS OTHERWISE NOTED. ALL CURVES AND ARCS IN CURBS SHALL
INTERSECT OTHER CURVES AND LINES AT POINTS OF TANGENCY TO APPEAR AS A SMOOTH TRANSITION UNLESS
CLEARLY SHOWN AS A POINT OF INTERSECTION.

THE PLUMBING CONTRACTOR SHALL CONSULT WITH THE LOCAL WATER COMPANY, PROVIDE ALL MATERIALS AND
LABOR, AND PAY ALL COSTS NOT BORNE BY THE LOCAL WATER COMPANY TO PROVIDE ANY NEW WATER SERVICE.

THE PLUMBING CONTRACTOR SHALL CONSULT WITH THE LOCAL GAS COMPANY, PROVIDE ALL MATERIALS AND LABOR,
AND PAY ALL COSTS NOT BORNE BY THE LOCAL GAS COMPANY TO PROVIDE ANY NEW GAS SERVICE.

THE ELECTRICAL CONTRACTOR SHALL CONSULT WITH THE LOCAL POWER COMPANY, PROVIDE ALL MATERIALS AND
LABOR, AND PAY ALL COSTS AND FEES NOT BORNE BY THE LOCAL POWER COMPANY TO PROVIDE ANY NEW
UNDERGROUND ELECTRICAL SERVICE.

THE ELECTRICAL CONTRACTOR SHALL CONSULT WITH THE LOCAL TELEPHONE COMPANY, AND SHALL PROWVIDE ALL
LABOR AND MATERIALS REQUIRED WHICH ARE NOT BORNE BY THE TELEPHONE COMPANY TO PROVIDE ANY NEW
TELEPHONE SERVICE.

UNDERGROUND WATER FIRE SUPPRESSION SERVICE SHALL BE D.l.. DOMESTIC WATER LATERAL SERVICE SHALL BE TYPE

K" COPPER (OR APPROVED EQUAL PER LOCAL WATER COMPANY).
THE INCOMING WATER SERVICE SHALL BE INSTALLED WITH A MINIMUM OF 54" OF COVER.

ALL UTILITY SERVICE LINES SHALL BE CONSTRUCTED IN ACCORDANCE WITH ALL THE LATEST APPLICABLE CODES AND
TO EACH UTILITY'S AND/OR CITY'S STANDARDS.

USE COMPACTED GRANULAR FILL WHEN UTILITY LINES ARE PLACED UNDER WALKS AND DRIVEWAYS.

SOIL BORINGS HAVE NOT BEEN PERFORMED AT THIS TIME.
BEARING PRESSURE OF 1500 P.S.l.

PAVEMENT DESIGN IS BASED ON AN ASSUMED SOIL

PROVIDE SLEEVES FOR MECHANICAL WORK AS REQUIRED.
NOTIFY ENGINEER AT LEAST 1 DAY (24 HOURS) PRIOR TO PLACING ANY CONCRETE.

AREAS BETWEEN CURBING, SIDEWALKS, PAVING AND BUILDING SHALL BE FILLED WITH 4" OF TOPSOIL SUITABLE FOR
LANDSCAPING.

SEE SHEET C2.2 FOR EXTERIOR CONCRETE SPECIFICATIONS.
SEE SHEET C2.2 AND LEBANON STANDARDS FOR SANITARY SEWER LATERAL SPECIFICATIONS AND REQUIREMENTS.
THIS STRUCTURE SHALL COMPLY WITH A.D.A. 2016. (SEE INDOT & LEBANON DETAILS)

IF ACTIVE UTILITIES ARE ENCOUNTERED BUT NOT SHOWN ON THE DRAWINGS, THE ENGINEER SHALL BE ADVISED
BEFORE WORK IS CONTINUED.

INACTIVE AND ABANDONED UTILITIES ENCOUNTERED IN EXCAVATING AND GRADING OPERATIONS SHALL BE REPORTED
TO THE ENGINEER. THEY SHALL BE REMOVED, PLUGGED OR CAPPED AS DIRECTED BY THE UTILITY COMPANY AND
THE ENGINEER.

CONTRACTOR TO INSTALL KNOX—BOX AT A LOCATION ADJACENT TO MECH/SPRINKLER ROOM. COORDINATE LOCATION,
TYPE AND STYLE WITH NOBLESVILLE FIRE DEPARTMENT.

ASPHALT PAVEMENT SPECIFICATIONS

THE PAVING CONTRACTOR SHALL BE RESPONSIBLE FOR THE FOLLOWING:

1.

10.
1.

12.

THE AREA TO BE PAVED SHALL BE CLEARED OF ALL ROCK, DEBRIS, ROOTS AND VEGETATION. AN APPROVED SOIL
STERILANT SHALL BE UTILIZED TO PREVENT THE GROWTH OF WEEDS.

ALL SOFT, YIELDING OR OTHER UNSUITABLE MATERIALS ENCOUNTERED DURING ANY PHASE OF SUBGRADE
CONSTRUCTION SHALL BE REMOVED AND REPLACED WITH SUITABLE MATERIAL. THE REPLACEMENT MATERIAL SHALL
FILL THE UNSTABLE AREA FOR THE ENTIRE DEPTH OF THE COMPACTED SUBGRADE AND MEET THE SUBGRADE
COMPACTION REQUIREMENTS. THE SUBGRADE SHALL BE SHAPED TO THE TRUE LINES AND GRADE AS SHOWN ON THE
PLANE.

THE SUBGRADE SHALL BE COMPACTED TO 95% LABORATORY DENSITY AS DETERMINED BY ASSHTO METHOD T-99.

THE SUBGRADE AND FINISH PAVING SHALL BE TESTED BY AN APPROVED TESTING COMPANY FOR UNIFORM
SMOOTHNESS, DENSITY AND GRADE.

SLOPE PAVEMENT 1.0% (MIN.) TO INSURE PROPER SURFACE DRAINAGE.

THE HOT MIX ASPHALT BASED MAY BE PLACED DIRECTLY ON THE PREPARED SUBGRADE IN ONE LIFT FOR THE BASE
COURSE TO THE REQUIRED COMPACTED THICKNESS AS SPECIFIED IN LOCAL STREET STANDARDS.

THE HOT MIX ASPHALT BASE AND SURFACE SHALL BE PLACED IN ONE LIFT TO THE TRUE LINE AND GRADES AS
SHOWN ON THE PLANS. THE PAVING MIXTURE SHALL BE PLACED AND COMPACTED AT A TEMPERATURE BETWEEN 250
F. (121 C) AND 300 F. (149 C).

THE PAVING MIXTURE SHALL BE TRANSPORTED TO THE JOB SITE IN CLEAN WELL-COVERED TRUCKS WITH SMOOTH
DUMP BEDS. THE BASE AND SURFACE MIXTURES ARE TO BE PLACED WITH SELF CONTAINED, POWER PROPELLED
PAVERS CAPABLE OF PLACING THE MIX TO THE REQUIRED DIMENSIONS AS SHOWN ON THE PLANS.

ASPHALT GRADE SHALL BE DETERMINED BY ITS ABILITY TO SATISFACTORY COAT THE AGGREGATE, RESIST RUTTING
AND REMAIN STIFF DURING HIGH TEMPERATURES AND SUSTAIN FREEZE/THAW CYCLES IN ADDITION TO THE
CONSIDERATIONS OF ANTICIPATED WEATHER, MIXING PROCESS AND CURING RATE.

SEE DETAILS ON SHEET C6.1 FOR PAVEMENT CROSS—-SECTIONS.

ALL PROPOSED ASPHALT PAVEMENT AS SHOWN SHALL BE CONSTRUCTED IN COMPLIANCE WITH INDOT STANDARD
SPECIFICATIONS, LATEST EDITION.

ALL PARKING STRIPING AND ADA AREAS (LIGHT BLUE) SHALL BE MARKED WITH A DURABLE NONSHRINK, WHITE PAINT
TO BE APPROVED BY THE ENGINEER.
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SITE NOTES 1. SITE INFORMATION WAS TAKEN FROM KEELER-WEBB ASSOC., DATED JANUARY & FEBRUARY, 2022. IT IS THE SITE INFORMATION WAS TAKEN FROM KEELER-WEBB ASSOC., DATED JANUARY & FEBRUARY, 2022. IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY EXISTING SITE CONDITIONS PRIOR TO STARTING WORK. 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING OR VERIFYING THAT ALL PERMITS AND APPROVALS ARE THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING OR VERIFYING THAT ALL PERMITS AND APPROVALS ARE OBTAINED FROM THE RESPECTIVE CITY, COUNTY, AND /OR STATE AGENCIES PRIOR TO STARTING CONSTRUCTION. 3. DO NOT SCALE THE DRAWINGS, USE ALL DIMENSIONS, COORDINATES, ETC. PROVIDED FOR EXACT LOCATION OF DO NOT SCALE THE DRAWINGS, USE ALL DIMENSIONS, COORDINATES, ETC. PROVIDED FOR EXACT LOCATION OF PROPOSED IMPROVEMENT.  ONLY USE PLAN CONTROL POINTS PROVIDED AS A BASIS FOR ANY CONSTRUCTION ENGINEERING OR SURVEYING PROPOSED IMPROVEMENTS. 4. CONTRACTOR SHALL HIRE A LICENSED LAND SURVEYOR IN THE STATE OF PRACTICE TO PROVIDE HORIZONTAL AND CONTRACTOR SHALL HIRE A LICENSED LAND SURVEYOR IN THE STATE OF PRACTICE TO PROVIDE HORIZONTAL AND VERTICAL CONTROL MATCHING THE PLAN CONTROL POINTS PROVIDED FOR CONSTRUCTION. 5. ALL CONTRACTORS SHALL VERIFY ALL DIMENSIONS IN FIELD PRIOR TO CONSTRUCTION, CONTACT THE DESIGNER FOR ALL CONTRACTORS SHALL VERIFY ALL DIMENSIONS IN FIELD PRIOR TO CONSTRUCTION, CONTACT THE DESIGNER FOR ANY DISCREPANCIES OR QUESTIONS PRIOR TO INSTALLING ANY PROPOSED IMPROVEMENTS. 6. ALL SITE DEVELOPMENT DIMENSIONS SHALL BE TO FACE OF CURB OR EDGE OF PAVEMENT, UNLESS OTHERWISE NOTED.  ALL SITE DEVELOPMENT DIMENSIONS SHALL BE TO FACE OF CURB OR EDGE OF PAVEMENT, UNLESS OTHERWISE NOTED.  ALL DIMENSIONS FOR A BUILDING OR STRUCTURE SHALL BE FROM THE FACE OF BUILDING, UNLESS OTHERWISE NOTED.  ALL DIMENSIONS ARE PARALLEL / PERPENDICULAR TO PROPOSED LINES, PROPERTY LINES, OR BUILDING LINES, UNLESS OTHERWISE NOTED. 7. ALL EDGE OF PAVEMENT RADII ARE 5 FEET UNLESS OTHERWISE NOTED.  ALL CURVES AND ARCS IN CURBS SHALL ALL EDGE OF PAVEMENT RADII ARE 5 FEET UNLESS OTHERWISE NOTED.  ALL CURVES AND ARCS IN CURBS SHALL INTERSECT OTHER CURVES AND LINES AT POINTS OF TANGENCY TO APPEAR AS A SMOOTH TRANSITION UNLESS CLEARLY SHOWN AS A POINT OF INTERSECTION.  8. THE PLUMBING CONTRACTOR SHALL CONSULT WITH THE LOCAL WATER COMPANY, PROVIDE ALL MATERIALS AND THE PLUMBING CONTRACTOR SHALL CONSULT WITH THE LOCAL WATER COMPANY, PROVIDE ALL MATERIALS AND LABOR, AND PAY ALL COSTS NOT BORNE BY THE LOCAL WATER COMPANY TO PROVIDE ANY NEW WATER SERVICE. 9. THE PLUMBING CONTRACTOR SHALL CONSULT WITH THE LOCAL GAS COMPANY, PROVIDE ALL MATERIALS AND LABOR, THE PLUMBING CONTRACTOR SHALL CONSULT WITH THE LOCAL GAS COMPANY, PROVIDE ALL MATERIALS AND LABOR, AND PAY ALL COSTS NOT BORNE BY THE LOCAL GAS COMPANY TO PROVIDE ANY NEW GAS SERVICE. 10. THE ELECTRICAL CONTRACTOR SHALL CONSULT WITH THE LOCAL POWER COMPANY, PROVIDE ALL MATERIALS AND THE ELECTRICAL CONTRACTOR SHALL CONSULT WITH THE LOCAL POWER COMPANY, PROVIDE ALL MATERIALS AND LABOR, AND PAY ALL COSTS AND FEES NOT BORNE BY THE LOCAL POWER COMPANY TO PROVIDE ANY NEW UNDERGROUND ELECTRICAL SERVICE. 11. THE ELECTRICAL CONTRACTOR SHALL CONSULT WITH THE LOCAL TELEPHONE COMPANY, AND SHALL PROVIDE ALL THE ELECTRICAL CONTRACTOR SHALL CONSULT WITH THE LOCAL TELEPHONE COMPANY, AND SHALL PROVIDE ALL LABOR AND MATERIALS REQUIRED WHICH ARE NOT BORNE BY THE TELEPHONE COMPANY TO PROVIDE ANY NEW TELEPHONE SERVICE. 12. UNDERGROUND WATER FIRE SUPPRESSION SERVICE SHALL BE D.I.. DOMESTIC WATER LATERAL SERVICE SHALL BE TYPE UNDERGROUND WATER FIRE SUPPRESSION SERVICE SHALL BE D.I.. DOMESTIC WATER LATERAL SERVICE SHALL BE TYPE "K" COPPER (OR APPROVED EQUAL PER LOCAL WATER COMPANY). 13. THE INCOMING WATER SERVICE SHALL BE INSTALLED WITH A MINIMUM OF 54" OF COVER. THE INCOMING WATER SERVICE SHALL BE INSTALLED WITH A MINIMUM OF 54" OF COVER. 14. ALL UTILITY SERVICE LINES SHALL BE CONSTRUCTED IN ACCORDANCE WITH ALL THE LATEST APPLICABLE CODES AND ALL UTILITY SERVICE LINES SHALL BE CONSTRUCTED IN ACCORDANCE WITH ALL THE LATEST APPLICABLE CODES AND TO EACH UTILITY'S AND/OR CITY'S STANDARDS. 15. USE COMPACTED GRANULAR FILL WHEN UTILITY LINES ARE PLACED UNDER WALKS AND DRIVEWAYS. USE COMPACTED GRANULAR FILL WHEN UTILITY LINES ARE PLACED UNDER WALKS AND DRIVEWAYS. 16. SOIL BORINGS HAVE NOT BEEN PERFORMED AT THIS TIME.  PAVEMENT DESIGN IS BASED ON AN ASSUMED SOIL SOIL BORINGS HAVE NOT BEEN PERFORMED AT THIS TIME.  PAVEMENT DESIGN IS BASED ON AN ASSUMED SOIL BEARING PRESSURE OF 1500 P.S.I. 17. PROVIDE SLEEVES FOR MECHANICAL WORK AS REQUIRED. PROVIDE SLEEVES FOR MECHANICAL WORK AS REQUIRED. 18. NOTIFY ENGINEER AT LEAST 1 DAY (24 HOURS) PRIOR TO PLACING ANY CONCRETE. NOTIFY ENGINEER AT LEAST 1 DAY (24 HOURS) PRIOR TO PLACING ANY CONCRETE. 19. AREAS BETWEEN CURBING, SIDEWALKS, PAVING AND BUILDING SHALL BE FILLED WITH 4" OF TOPSOIL SUITABLE FOR AREAS BETWEEN CURBING, SIDEWALKS, PAVING AND BUILDING SHALL BE FILLED WITH 4" OF TOPSOIL SUITABLE FOR LANDSCAPING. 20. SEE SHEET C2.2 FOR EXTERIOR CONCRETE SPECIFICATIONS. SEE SHEET C2.2 FOR EXTERIOR CONCRETE SPECIFICATIONS. 21. SEE SHEET C2.2 AND LEBANON STANDARDS FOR SANITARY SEWER LATERAL SPECIFICATIONS AND REQUIREMENTS. SEE SHEET C2.2 AND LEBANON STANDARDS FOR SANITARY SEWER LATERAL SPECIFICATIONS AND REQUIREMENTS. 22. THIS STRUCTURE SHALL COMPLY WITH A.D.A. 2016. (SEE INDOT & LEBANON DETAILS) THIS STRUCTURE SHALL COMPLY WITH A.D.A. 2016. (SEE INDOT & LEBANON DETAILS) 23. IF ACTIVE UTILITIES ARE ENCOUNTERED BUT NOT SHOWN ON THE DRAWINGS, THE ENGINEER SHALL BE ADVISED IF ACTIVE UTILITIES ARE ENCOUNTERED BUT NOT SHOWN ON THE DRAWINGS, THE ENGINEER SHALL BE ADVISED BEFORE WORK IS CONTINUED. 24. INACTIVE AND ABANDONED UTILITIES ENCOUNTERED IN EXCAVATING AND GRADING OPERATIONS SHALL BE REPORTED INACTIVE AND ABANDONED UTILITIES ENCOUNTERED IN EXCAVATING AND GRADING OPERATIONS SHALL BE REPORTED TO THE ENGINEER.  THEY SHALL BE REMOVED,  PLUGGED OR CAPPED AS DIRECTED BY THE UTILITY COMPANY AND THE ENGINEER. 25. CONTRACTOR TO INSTALL KNOX-BOX AT A LOCATION ADJACENT TO MECH/SPRINKLER ROOM. COORDINATE LOCATION, CONTRACTOR TO INSTALL KNOX-BOX AT A LOCATION ADJACENT TO MECH/SPRINKLER ROOM. COORDINATE LOCATION, TYPE AND STYLE WITH NOBLESVILLE FIRE DEPARTMENT.
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ASPHALT PAVEMENT SPECIFICATIONS THE PAVING CONTRACTOR SHALL BE RESPONSIBLE FOR THE FOLLOWING: 1. THE AREA TO BE PAVED SHALL BE CLEARED OF ALL ROCK, DEBRIS, ROOTS AND VEGETATION. AN APPROVED SOIL THE AREA TO BE PAVED SHALL BE CLEARED OF ALL ROCK, DEBRIS, ROOTS AND VEGETATION. AN APPROVED SOIL STERILANT SHALL BE UTILIZED TO PREVENT THE GROWTH OF WEEDS. 2. ALL SOFT, YIELDING OR OTHER UNSUITABLE MATERIALS ENCOUNTERED DURING ANY PHASE OF SUBGRADE ALL SOFT, YIELDING OR OTHER UNSUITABLE MATERIALS ENCOUNTERED DURING ANY PHASE OF SUBGRADE CONSTRUCTION SHALL BE REMOVED AND REPLACED WITH SUITABLE MATERIAL. THE REPLACEMENT MATERIAL SHALL FILL THE UNSTABLE AREA FOR THE ENTIRE DEPTH OF THE COMPACTED SUBGRADE AND MEET THE SUBGRADE COMPACTION REQUIREMENTS. THE SUBGRADE SHALL BE SHAPED TO THE TRUE LINES AND GRADE AS SHOWN ON THE PLANE. 3. THE SUBGRADE SHALL BE COMPACTED TO 95% LABORATORY DENSITY AS DETERMINED BY ASSHTO METHOD T-99. THE SUBGRADE SHALL BE COMPACTED TO 95% LABORATORY DENSITY AS DETERMINED BY ASSHTO METHOD T-99. 4. THE SUBGRADE AND FINISH PAVING SHALL BE TESTED BY AN APPROVED TESTING COMPANY FOR UNIFORM THE SUBGRADE AND FINISH PAVING SHALL BE TESTED BY AN APPROVED TESTING COMPANY FOR UNIFORM SMOOTHNESS, DENSITY AND GRADE. 5. SLOPE PAVEMENT 1.0% (MIN.) TO INSURE PROPER SURFACE DRAINAGE. SLOPE PAVEMENT 1.0% (MIN.) TO INSURE PROPER SURFACE DRAINAGE. 6. THE HOT MIX ASPHALT BASED MAY BE PLACED DIRECTLY ON THE PREPARED SUBGRADE IN ONE LIFT FOR THE BASE THE HOT MIX ASPHALT BASED MAY BE PLACED DIRECTLY ON THE PREPARED SUBGRADE IN ONE LIFT FOR THE BASE COURSE TO THE REQUIRED COMPACTED THICKNESS AS SPECIFIED IN LOCAL STREET STANDARDS. 7. THE HOT MIX ASPHALT BASE AND SURFACE SHALL BE PLACED IN ONE LIFT TO THE TRUE LINE AND GRADES AS THE HOT MIX ASPHALT BASE AND SURFACE SHALL BE PLACED IN ONE LIFT TO THE TRUE LINE AND GRADES AS SHOWN ON THE PLANS. THE PAVING MIXTURE SHALL BE PLACED AND COMPACTED AT A TEMPERATURE BETWEEN 250 F. (121 C) AND 300 F. (149 C). 8. THE PAVING MIXTURE SHALL BE TRANSPORTED TO THE JOB SITE IN CLEAN WELL-COVERED TRUCKS WITH SMOOTH THE PAVING MIXTURE SHALL BE TRANSPORTED TO THE JOB SITE IN CLEAN WELL-COVERED TRUCKS WITH SMOOTH DUMP BEDS. THE BASE AND SURFACE MIXTURES ARE TO BE PLACED WITH SELF CONTAINED, POWER PROPELLED PAVERS CAPABLE OF PLACING THE MIX TO THE REQUIRED DIMENSIONS AS SHOWN ON THE PLANS. 9. ASPHALT GRADE SHALL BE DETERMINED BY ITS ABILITY TO SATISFACTORY COAT THE AGGREGATE, RESIST RUTTING ASPHALT GRADE SHALL BE DETERMINED BY ITS ABILITY TO SATISFACTORY COAT THE AGGREGATE, RESIST RUTTING AND REMAIN STIFF DURING HIGH TEMPERATURES AND SUSTAIN FREEZE/THAW CYCLES IN ADDITION TO THE CONSIDERATIONS OF ANTICIPATED WEATHER, MIXING PROCESS AND CURING RATE. 10. SEE DETAILS ON SHEET C6.1 FOR PAVEMENT CROSS-SECTIONS. SEE DETAILS ON SHEET C6.1 FOR PAVEMENT CROSS-SECTIONS. 11. ALL PROPOSED ASPHALT PAVEMENT AS SHOWN SHALL BE CONSTRUCTED IN COMPLIANCE WITH INDOT STANDARD ALL PROPOSED ASPHALT PAVEMENT AS SHOWN SHALL BE CONSTRUCTED IN COMPLIANCE WITH INDOT STANDARD SPECIFICATIONS, LATEST EDITION. 12. ALL PARKING STRIPING AND ADA AREAS (LIGHT BLUE) SHALL BE MARKED WITH A DURABLE NONSHRINK, WHITE PAINT ALL PARKING STRIPING AND ADA AREAS (LIGHT BLUE) SHALL BE MARKED WITH A DURABLE NONSHRINK, WHITE PAINT TO BE APPROVED BY THE ENGINEER.
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