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If any existing structures/utilities to remain are damaged during
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Written dimensions shown hereon shall take precedence over scaled dimensions.

Contractors shall calculate and measure required dimensions. Notify Cash
information. Commencement of Work constitutes verification and acceptance of

reproduction, use or disclosure of the proprietary information contained herein
existing conditions.

without the prior written consent of the Cash Waggner & Associates, PC is

strictly prohibited.
Application of a material or equipment to Work installed by others constitutes

acceptance of that Work and assumption of responsibility for satisfactory

Waggner & Associates, PC with any variations in dimensions or conditions from
installation.

project only. All drawings, specifications, designs, models, ideas, calculations,
and arrangements appearing herein constitutes the original and unpublished
Work of and remains the property of Cash Waggner & Associates, PC. Any
those indicated on these drawings. This drawing was based on available

This drawing and/or specifications is provided as an instrument of service
provided by Cash Waggner & Associates, PC and is intended for use on this
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Construction shall comply & be in conformance with all applicable
governing codes and be constructed to same. Material No. 10201132
specifications shall be in conformance with the State Department of STATE OF

Transportation's (DOT) standard specifications, latest edition. ' ‘ :

Contractor shall provide & maintain traffic control in accordance |
with the Manual on Uniform Traffic Control Devices, latest edition.
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Depts. Standards and Specifications, latest edition. \

Contractor shall coordinate the installation of building sewers /
service laterals with the local water & sewer depts., building

inspector, plumber, and plumbing plans. Installation and materials l’t)
shall be in conformance with applicable codes, standards, and
regulations. -
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Contractor shall coordinate actual location of proposed utility _ [ / i
services with architectural plans.

DESCRIPTION

” ” ( ” I \
The Contractor shall install all water and sewer service lines to 5' 8'ss 8°S§ 8'ss 8ss 8'SS——8'ss 8ss e'ss 8'ss 8'ss

outside the building for tie-in by the plumber.

Water Services shall be C-900, DR-14, PVC.

All fill material shall be in place and compacted before installation
of proposed utilities.
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All utilities shall be installed, inspected, and approved before
backfilling.
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Contractor shall maintain a minimum of 48" cover on all waterlines
and 36" cover on all sanitary sewer lines.
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Install detectable line marking tape with 10-guage copper
tracing wire along the complete length of all lateral lines (and
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force mains).

All water joints are to be mechanical joints with thrust blocking.
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All storm pipe entering structures shall be grouted to assure a
watertight connection.
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All storm structures shall have a smooth uniform poured mortar
invert from invert in to invert out.

The inside of all structures where storm pipes connect shall be
grouted smooth.

PH: 812.634.5015
FAxX: 812.634.5017
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Storm pipe lengths provided are measured to center of
structure and/or end of Flared-End Section.
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Cleanouts shall be installed on sewer services between 18 and
60-inches from the building's exterior, at 100" intervals (max.),
and at every horizontal & vertical change in direction greater
than 45°,
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Cleanouts located within a concrete/paved area shall be
installed with a Heavy-Duty casting/lid per Detail Figure 400.10.
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Water lines shall be installed with 10-feet of horizontal and
18-inches of vertical separation from sanitary and storm
sewers.
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Any part of the sanitary lateral or stormwater trench running
under or within 5 feet from concrete or paved area mest be
backfilled with granular material.
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