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A. CONSTRUCTION PLAN COMPONENTS

Al. Index of the location of required plan elements in the construction plan:
- This sheet.
A2. A vicinity map depicting the project site location in relationship to recognizable local landmarks, towns, and major roads:
- See lower left hand corner of this sheet.
A3. Narrative of the nature and purpose of the project:
- Develope a school building with its associated earthwork, parking lot and utility improvements.
A4. Latitude and longitude to the nearest fifteen (15) seconds:
- Approximate coordinates: Latitude = 40-deg 03' 30" N; Longitude = 86-deg 27' 09" W.
A5. Legal description of the project site:
- The site is located in the NE 1/4 of Section 30, Township 19 North, Range 1 East, Boone County

A6. 11 X 17—inch plat showing building lot numbers/boundaries and road layout/names:
- See attached property survey.
A7. Boundaries of the one hundred (100) year floodplains, floodway fringes, and floodways:
- No portion of the property lies within the Special Flood Hazard Area, Zone AE and Zone A, as
said tracts plot on the National Flood Insurance Program's Flood Insurance Rate Map for Boone County, Indiana
Panel No. 18011C0187E, effective date January 18, 2012.
A8. Land use of all adjacent properties:
N: Agricultural.
S: Residential
E: Residential
W: Residential
A9. Identification of a U.S. EPA approved or established TMDL:
- No approved TMDL approved for this site.
A10. Name(s) of the receiving water(s):
- Unnamed tributary to Sanitary Ditch-Prairie Creek (051201100401)
A11. Identification of discharges to a water on the current 303(d) list of impaired waters and the pollutant(s) for which it is impaired:
- None
A12. Soils map of the predominate soil types:
- See attached USDA's Soil Survey of Boone County, Indiana

SOILS DESCIPTIONS

CudA - Crosby Silt Loam, fine-loamy subsoil, 0 to 2 percent slopes

MamA - Mahalasville Silty Clay Loam, 0 to 2 percent slopes

MnpB2 - Miami Silt Loam, 2 to 6 percent slopes, eroded

ThrA - Treaty Silty Clay Loam, 0 to 1 percent slopes

YctA - Crosby-Urban land - Treaty Complex, fine-loamy subsoil, 0 to 2 percent slopes
YmhA - Mahalasville-Urban Land Complex, 0 to 1 percent slopes

YmyA - Treaty-Urban Land Complex, 0 to 1 percent slopes

Deep Infiltration Systems Local Roads & Streets Shallow Excavations

CudA Severely limited Very limited Very limited
MamA Severely limited Very limited Very limited
MnpB2 Severely limited Somewhat Limited Very limited
ThrA Severely limited Very limited Very limited
YctA Severely limited Very limited Very limited
YmhA Severely limited Very limited Very limited
YmyA Severely limited Very limited Very limited

A13. Identification and location of all known wetlands, lakes, and water courses on or adjacent to the project site
(construction plan, existing site layout):
- None located on or adjacent to project site.
A14. ldentification of any other state or federal water quality permits or authorizations that are required for construction activities:
- None Anticipated.
A15. Identification and delineation of existing cover, including natural buffers:
- The existing site is a cultivated field with no existing natural buffers.
A16. Existing site topography at an interval appropriate to indicate drainage patterns:
- See the SWP3 drawing, Sheet C-104, for existing contours and/or spot elevations.

A17. Location(s) where run—off enters the project site:
- Off-site storm water enters the project area from select areas along the north property lines via sheet flow.

A18. Location(s) where run—off discharges from the project site prior to land disturbance:
- Runoff enters the roadside ditch along the east and south property lines. Runoff also sheet flows to the west property line.
A19. Location of all existing structures on the project site:
- See the Erosion Control Plan drawing, sheet C-104, for the existing storm sewer system
A20. Existing permanent retention or detention facilities, including manmade wetlands, designed for the purpose of
stormwater management:
- See the Erosion Control Plan drawing, sheet C-104, for the existing storm sewer system
A21. Locations where stormwater may be directly discharged into ground water, such as abandoned wells, sinkholes, or karst features:
- There is no apparent potential for direct discharge to ground water via sinkholes, abandoned
wells or drywells.
A22. Size of the project area expressed in acres:
- The entire property is approximately 40.30 acres.
A23. Total expected land disturbance expressed in acres:
- The expected land disturbance in this project is approximately 25 acres.
A24. Proposed final topography:
- See the SWP3 drawing, sheet C-104, for proposed contours and/or spot elevations.
A25. Locations and approximate boundaries of all disturbed areas:
- The proposed disturbed area is shown as the grading limits on the SWP3, sheet C-104.
A26. Locations, size, and dimensions of all stormwater drainage system such as culverts, stormwater sewer, and conveyance channels:
- See the SWP3 drawing, sheet C-104, for proposed contours and/or spot elevations.
A27. Locations of specific points where stormwater and non—stormwater discharges will leave the project site:
- Stormwater runoff will leave the site via the detention basin spillways which connect to the existing storm sewer.
A28. Location of all proposed site improvements, including roads, utilities, lot delineation and identification, proposed structures,
and common areas:
- See the SWP3 drawing, sheet C-104, for proposed site improvements.
A29. Location of all on—site and off—site soil stockpiles and borrow areas:
- Proposed topsoil stockpile location is shown on the SWP3 drawing, sheet C-104.
A30. Construction support activities that are expected to be part of the project:
- None anticipated
A31. Location of any in—stream activities that are planned for the project including, but not limited to, stream crossings
and pump arounds:
- None anticipated

Custom Soil Resource Report
Soil Map
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B. STORMWATER POLLUTION PREVENTION PLAN — CONSTRUCTION COMPONENT

B1. Description of the potential pollutant generating sources and pollutants, including all potential non—stormwater discharges:

- Oil, grease, antifreeze, brake fluid, brake dust, rubber fragments, gasoline, diesel fuel, and
other hydrocarbons, and metals from vehicular sources.
- Grit (sediment) from wearing of the road surface and falling off vehicular sources.
- Trash, bacteria and biological agents in trash, from Iitterinfg or improper disposal or storage. o
- Pollutants from leaves, mulch, pesticides, herbicides, and fertilizers from lawn/landscaping maintenance applications.
- Household items including but not limited to cleaning agents, chemicals, and paint.
- Concrete washout water from construction activities.
B2. Stable construction entrance locations and specifications:
- Temporary construction ingress/egress and shall be kept up to the construction standards per detail on sheet C-106.
Refer to sheet C-104 for suggested locations.
B3. Specifications for temporary and permanent stabilization:
- The Contractor shall seed and mulch all disturbed areas when construction activities are expected to
cease for a period of more than 15 days. Straw/hay mulch shall be applied at a rate of 2 tons/acre and shall
be anchored with a mulch anchoring tool or farm disk. Seeding requirements shall be in accordance with Table
1, which is summarized below.

Table 1. Temporary Seeding Specifications

Seed Species * Rate/acre Planting depth Optimum dates **
Wheat or Rye 150 Ibs. 1to 1-1/2 in. 9/15 to 10/30
Spring Oats 100 Ibs. 1in. 3/1 to 4/15
Annual Ryegrass 40 Ibs. 1/4 in. 3/1to 5/1

8/1to 9/1
German Millet 40 Ibs. 1to2in. 5/1to 6/1
Sudangrass 35 Ibs. 1to2in. 5/1 to 7/30
Buckwheat 60 Ibs. 1to2in. 4/15 to 6/1
Corn (broadcast) 300 Ibs. 1to2in. 5/11 to 8/10
Sorghum 35 Ibs. 1to2in. 5/1 to 7/15

* Perennial species may be used as a temporary cover, especially if the areas to be seeded will remain idle for more than 1 year.
** Seeding done outside the optimum seeding dates increases the chances of seeding failure. Dates may be extended or
shortened based on the location of the project site within the state.

- The seed bed shall be prepared by applying 400-600 Ibs per acre of 12-12-12 fertilizer and

working 2-4 inches into the soil and mulching material applied at the rate of 2 tons per acre.

- Dormant & Frost Seeding should be utilized for seeding when temperatures are too low for germination to occur.
- The Contractor shall fertilize, seed and mulch all disturbed areas when final grading and land disturbing
operations are complete. Seeding requirements shall be in accordance with Table 1, shown to the left.

- The seed bed shall be prepared by applying 400-600 Ibs per acre of 12-12-12 fertilizer and working

2-4 inches into the soil and apply straw/hay mulch at the rate of 2 tons per acre.

- Optimum dates for permanent seeding are March 1 - May 10 and August 10 - September 30.
- Temporary seeding should be considered between May 10 and August 10.
- Dormant & Frost Seeding should be utilized when temperatures are too low for germination
to occur, October 1 - May 9.
B4. Sediment control measures for concentrated flow areas:

- Contractor shall minimize the creation of concentrated flow areas except for any proposed swales, which will
have permenant seeding and energy dissipators applied immediately. If areas of concentrated flow are
encountered, contractor shall install check dams, erosion control blankets or other approiate measures to aid
in establishment of vegetation.

BS. Sediment control measures for sheet flow areas:

- Existing vegetated areas beyond the grading limits shall remain undisturbed for as long as possible.

- Silt fence shall be used below all potential sediment producing areas. Refer to SWP3 drawing,
sheet C-104, for suggested and required locations

B6. Run—off control measures:

- The proposed detention basins will be utilized as sediment basins during construction.

- Silt fence and undistrubed vegetation will also serve to control runoff.
B7. Stormwater outlet protection location and specifications:

- An energy dissipater shall be installed at all pipe discharges to reduce the velocity of the storm water runoff.
B8. Grade stabilization structure locations and specifications:

- Permanent seeding and erosion control blankets/mulching shall be placed immediately following final grading

and when all land disturbing operations are complete.
B9. Dewatering applications and management methods:
- Refer to the SWP3 drawing, sheet C-104, for locations of respective control measures.
Dimensions, Specifications, and details of the measures are depicted on Sheet C-106 and this sheet.
Additonal information can be found in Chapter 7 of the Indiana Stormwater Quality Manual (The Manual).
Other practices which may be implemented shall be utilized and installed in accordance with the manufacturer's
instructions.
B10. Measures utilized for work within waterbodies:
- None required for this project.

B11. Maintenance guidelines for each proposed stormwater quality measure:
- All stormwater quality measures shall be inspected and maintained in accordance with its
respective manufacturer's recommendations and as outlined herein.
- A self-monitoring program that includes the following must be implemented, by the operating Conntractor.
- A trained individual shall perform a written evaluation of the project site:
* By the end of the next business day following each 1/2-inch storm event; and
* at a minimum of one time per week.
- The evaluation must address:
* The maintenance of existing stormwater quality measures to ensure they are functioning properly; and
* Identify additional measures necessary to remain in compliance with all applicable statutes and rules.
- Written evaluation reports must include:

* The name of the individual performing the evaluation;
* The date of the evaluation;

* Problems identified at the project site; and
* Details of corrective actions recommended and completed.

B12. Planned construction sequence that describes the implementation of stormwater quality measures in relation to land disturbance:

DISTURBING ACTIVITIES:

CONSTRUCTION SEQUENCE FOR EROSION & SEDIMENT CONTROL

CONSTRUCTION PHASE

(SPECIFIC ACTIVITIES OR EROSION CONTROL PRACTICES) CONSTRUCTION SCHEDULE CONSIDERATIONS
PRE—CONSTRUCTION ACTIONS ** PRE-CONSTRUCTION CONFERENCE**, BEFORE CONSTRUCTION,
(EVALUATION/PROTECTION OF IMPORTANT SITE EVALUATE, MARK, AND PROTECT TREES AND VEGETATED
CHARACTERISTICS) AREAS TO BE UTILIZED, ESPECIALLY IN PERIMETER AREAS.

iNSTALL ORANGE SAFETY FENCE WITH POSTS AROUND ALL
TREES TO BE PRESERVED AND PROTECTED.

INSTALL PERIMETER BMPS * INSTALL SILT FENCE AROUND THE PERIMETER OF THE SITE.

INSTALL THE CONSTRUCTION ENTRANCE
(CONSTRUCTION EXITS, FILTER STRIPS, SILT FENCE,
DROP INLET PROTECTION, EQUIPMENT PARKING AREAS)

* INFORM ALL CONTRACTORS OF AREAS TO BE PROTECTED. IF
PREPARE SITE FOR CONSTRUCTION STOCKPILING TOPSOIL, IMMEDEIATELY TEMPORARY SEED AND
(SOIL STOCKPILES) INSTALL SEDIMENT BARRIERS AROUND THE PERIMETER.
RUNOFF CONTROL * AREAS OUTSIDE THE IMMEDIATE WORK AREA SHALL REMAIN
(DIVERSIONS, PERIMETER DIKES, WATER BARS, OUTLET UNDISTURBED FOR AS LONG AS PRACTICAL. INSTALL ADDITIONAL
PROTECTION,'SEDIMENT BASIN) ! ! RUNOFF CONTROL MEASURES DURING GRADING AS NEEDED.
RUNOFF CONVEYANCE SYSTEMS * INSTALL INLET PROTECTION AT THE COMMENCEMENT OF

(STABILIZED STREAMBANKS, STORM DRAINS, INLET AND CONSTRUCTION ACTIVITIES AT ALL EXISTING STRUCTURES.

OUTLET PROTECTION, CHANNELS)

LAND CLEARING AND GRADING * BEGIN MAJOR GRADING AFTER INSTALLING

(CUTTING/FILLING, GRADING DRAINS, SEDIMENT TRAPS, THE KEY SEDIMENT AND RUNOFF CONTROL MEASURES. INSTALL
BARRIERS, DIVERSIONS, SURFACE ROUGHENING) ADDITIONAL CONTROL MEASURES AS GRADING PROGRESSES.
SURFACE STABILIZATION * APPLY TEMPORARY OR PERMANENT STABILIZATION MEASURES
(TEMPORARY AND PERMANENT SEEDING, MULCHING, IMMEDIATELY ON ALL DISTURBED AREAS WHERE WORK IS
SODDING, RIP-RAP) DELAYED OR COMPLETED THROUGHOUT THE PROJECT DURATION.
BUILDING CONSTRUCTION * INSTALL BUILDING, UTILITIES, AND PARKING LOTS.
(BUILDING, UTILITIES, PAVING) INSTALL CONCRETE WASHOUT BASIN BEFORE CONSTRUCTION.
LANDSCAPING AND FINAL STABILIZATION * STABILIZE ALL OPEN AREAS INCLUDING BORROW AND SPOIL
(TOPSOIL, TREES, AND SHRUBS, PERMANENT SEEDING, AREAS. REMOVE TEMPORARY CONTROL MEASURES AND
MULCHING, SODDING, RIP-RAP) STABILIZE.

*MAINTENANCE——(1)INSPECT PRACTICES AT LEAST ONCE A WEEK, & (2) MAKE REPAIRS IMMEDIATELY AFTER PERIODS OF RAINFALL
**PRE—-CONSTRUCTION CONFERENCE——A PRE—CONSTRUCTION CONFERENCE SHALL BE HELD AT LEAST 48 HOURS BEFORE ANY
LAND DISTURBING ACTIVITY TAKE PLACE AT THE SITE. CONTACT MELL NEVILS, RULE 5 TECHNICIAN @ 765-457-2114 EXT.2458.

B13. Provisions for erosion and sediment control on individual residential building lots regulated under the proposed project:
- Not applicable for this project.

B14. Material handling and spill prevention and spill response plan meeting the requirements in 327 IAC 2-6.1:

- The Contractor shall notify the Indiana Department of Environment Management (1.800.233.7745)
when spills occur and threaten water quality due to storm water runoff.

- All materials used on-site shall be stored in an orderly manner and approved containers. Materials
shall be kept in their original packaging with the manufacturer's labels until ready for installation.

- All materials shall be used, installed and disposed of in accordance with its manufacturer's instructions
and as required by governing agencies.

- The Contractor shall utilize re-sealable containers when storing unused materials susceptible to spillage.

- The Contractor shall keep manufacturer's labels and Material Safety Data Sheets (MSDS) on site.

- The Contractor shall monitor equipment and their parking areas for leaks.

B15. Material handling and storage procedures associated with construction activity:
- All stormwater quality measures shall be inspected and maintained in accordance with its
respective manufacturer's recommendations and the Indiana Storm Water Quality Manual.

- A self-monitoring program that includes the following must be implemented, by the Contractor:

- A trained individual shall perform a written evaluation of the project site:
* By the end of the next business day following each 1/2-inch storm event; and
* at a minimum of one time per week.

- The evaluation must address:
* The maintenance of existing stormwater quality measures to ensure they are functioning properly; and
* Identify additional measures necessary to remain in compliance with all applicable statutes and rules.

- Written evaluation reports must include:
* The name of the individual performing the evaluation;
* The date of the evaluation;
* Problems identified at the project site; and
* Details of corrective actions recommended and completed.

C. STORMWATER POLLUTION PREVENTION PLAN — POST CONSTRUCTION COMPONENT

C1. Description of pollutants and their sources associated with the proposed land use:
- Oil, grease, antifreeze, brake fluid, brake dust, rubber fragments, gasoline, diesel fuel,
other hydrocarbons and metals from vehicular sources.
- Grit (sediment) from wearing of the road surface and falling off vehicular sources.
- Trash, bacteria and biological agents in trash, from littering or improper disposal or storage.
- Pesticides, herbicides and fertilizers from lawn/landscaping maintenance applications.
- Elevated receiving water temperatures from stormwater runoff contact with impervious surfaces.

C2. Description of proposed post—construction stormwater measures:

- The Owner shall monitor the pavement for pollutants deposited from vehicular sources.
The Owner shall use approved absorption materials to clean up such hydrocarbon pollutants.

- The Owner shall periodically monitor the site for trash, debris, and grit deposited on site.
The Owner shall pick up debris and sweep the parking lot and dispose of in an approved manner.

- The Owner shall minimize lawn/landscaping chemical applications.

- Parking lots graded to sheet flow directly to detention basins via vegetated swales and/or filter strips,
or to flow to area drains and conveyed to detention basins via storm sewers.

- The detention basins has been designed to allow sediment in the runoff entering the basin
time to settle out prior to being discharged.

- The existing & proposed vegetated areas beyond the proposed pavement will cause infiltration of
runoff and trap pollutants before they leave the site.

- The vegetated swales and detention basin will be utilized to filter pollutants, reduce
runoff velocities, and help lower the temperature of the runoff before it reaches the receiving water.

C3. Plan details for each stormwater measures:
- Refer to the Sheet C-104 for the locations of the respective control measures. Dimensions,
specifications and details of the measures are depicted on Sheets C-106. Other practices which
may be implemented shall be utilized and installed in accordance with the manufacturer's instructions.

C4. Sequence describing stormwater measure implementation:

- Site monitoring for trash, debris, and deposited pollutants shall be a daily routine.

- The use of vegetated filters around the exterior of the site are existing and will remain a
permanent aspect of the site.

- Absorption materials used to clean up hydrocarbon puddles shall be approved by the EPA.

- Disposal of all trash, debris, and pollutants shall be in a manner approved by their
respective governmental agencies.

- Once the site is stablized and vegetation is established, all temporary erosion control measures may
be removed inlcuding the rock dam in the detention basin. The restricted discharge of the detention
basin will aid in sediment settling/removal after the project is complete.

C5. Maintenance gquidelines for proposed post—construction stormwater measures:

- Site monitoring for trash, debris, and deposited pollutants shall be a daily routine and shall be the
repsonsibility of the Owner upon stabilization of the site by contractor.

- The existing/proposed vegetated areas throughout the site shall be monitored and maintained by the Owner
for trapped pollutants and erosion.

- The owner shall moniter and maintain the embarkments/slopes for damage or erosioin(annually), sediment
accumulation(annually) throughout the site and within the detention basin, the energy dissipators for
deterioration/damage(annually), and vegetation coverage(as needed annually). All deficiencies shall be
fixed/resolved immediately

C6. Entity that will be responsible for operation and maintenance of the post—construction stormwater measures:
LEBANON COMMUNITY SCHOOL CORPORATION
1810 N. GRANT STREET
LEBANON, INDIANA 46052
(765) 482-0380

MAINTENANCE NOTES

STRAW BALE DAM MAINTENANCE REQUIREMENTS

1. INSPECT STRAW BALES AFTER EACH STORM EVENT AND PROMPTLY REMOVE ANY SEDIMENT
DEPOSITS TO ENSURE ADEQUATE STORAGE VOLUME FOR THE NEXT RAIN, TAKING CARE NOT
TO UNDERMINE THE ENTRENCHED BALES.

2. INSPECT PERIODICALLY FOR DETERIORATION FROM DRAINAGE OR CONSTRUCTION ACTIVITIES
AND REPAIR IMMEDIATELY

3. AFTER THE CONTRIBUTING DRAINAGE AREA HAS BEEN STABILIZED REMOVE ALL STRAW BALES
AND SEDIMENT; BRING THE DISTURBED AREA TO GRADE AND STABILIZE IT.

SLIT FENCE MAINTENANCE REQUIREMENTS

1. INSPECT THE SILT FENCE PERIODICALLY AND AFTER EACH STORM EVENT.

2. IF FENCE FABRIC TEARS, STARTS TO DECOMPOSE, OR IN ANY WAY BECOMES INEFFECTIVE,
REPLACE THE AFFECTED PORTION IMMEDIATELY.

3. REMOVE DEPOSITED SEDIMENT WHEN IT REACHES HALF THE HEIGHT OF THE FENCE AT
ITS LOWEST POINT OR CAUSING THE FABRIC TO BULGE.

4. TAKE CARE TO AVOID UNDERMINING THE SILT FENCE DURING CLEAN OUT.

5. AFTER THE CONTRIBUTING DRAINAGE AREA HAS BEEN STABILIZED, REMOVE THE FENCE AND
SEDIMENT DEPOSITS, BRING THE DISTURBED AREA TO GRADE AND STABILIZE.

TEMPORARY GRAVEL CONSTRUCTION ENTRANCE MAINTENANCE REQUIREMENTS

1. INSPECT ENTRANCE PAD AND SEDIMENT DISPOSAL AREA WEEKLY AND AFTER STORM EVENTS
OR HEAVY USE.

. RESHAPE PAD AS NEEDED FOR DRAINAGE AND RUNOFF CONTROL.

. TOPDRESS WITH CLEAN STONE AS NEEDED.

. IMMEDIATELY REMOVE MUD AND SEDIMENT TRACKED OR WASHED ONTO PUBLIC ROADS BY
BRUSHING OR SWEEPING. BULK CLEARING OF ACCUMULATED SEDIMENT SHALL NOT
INCLUDE FLUSHING WITH WATER.

5. REPAIR ANY BROKEN ROAD PAVEMENT IMMEDIATELY.

AWN

TEMPORARY SEDIMENT TRAP/BASIN MAINTENANCE REQUIREMENTS

1. INSPECT TEMPORARY SEDIMENT TRAPS AFTER EACH STORM EVENT AND IMMEDIATELY REPAIR
ANY EROSION AND PIPING HOLES.

. REMOVE SEDIMENT WHEN IT HAS ACCUMULATED TO ONE-HALF THE DESIGN DEPTH.

. REPLACE SPILLWAY GRAVEL FACING IF CLOGGED.

. INSPECT VEGETATION AND RE-SEED IF NECESSARY.

. CHECK THE SPILLWAY DEPTH PERIODICALLY TO INSURE A MINIMUM OF 1.5 FT. DEPTH FROM
THE LOWEST POINT OF THE SETTLED EMBANKMENT TO HIGHEST POINT OF THE SPILLWAY
CREST AND FILL ANY LOW AREA TO MAINTAIN DESIGN ELEVATION.

6. PROMPTLY REPLACE ANY DISPLACED RIPRAP BEING CAREFUL THAT NO STONES IN THE

SPILLWAY ARE ABOVE DESIGN GRADE.
7. AFTER ALL DISTURBED AREAS HAVE BEEN STABILIZED, REMOVE THE STRUCTURE AND
SEDIMENT. SMOOTH THE SITE TO BLEND WITH ADJOINING AREAS, AND STABILIZE.

STONE BAG CURB INLET PROTECTION MAINTENANCE REQUIREMENTS
1. INSPECT DAILY.

2. REMOVE ACCUMULATED SEDIMENT FROM PAVED AREA (DO NOT FLUSH WITH WATER) AFTER
EACH STORM EVENT. DEPOSIT SEDIMENT IN AN AREA WHERE IT WILL NOT RE-ENTER THE
PAVED AREA OR STORM DRAINS.

3. INSPECT FOR DAMAGE BY VEHICULAR TRAFFIC AND REPAIR IF NEEDED.

4. WHEN THE CONTRIBUTING DRAINAGE AREAS HAVE BEEN STABILIZED, REMOVE INLET PROTECTION.

RIPRAP MAINTENANCE REQUIREMENTS
1. INSPECT PERIODICALLY FOR DISPLACED ROCK MATERIAL, SLUMPING, AND EROSION
AT EDGES ESPECIALLY DOWN STREAM OR DOWN SLOPE.

ubwWN

Table 1. Permanent Seeding Recommendations

Open Low-Maintenance Areas (remaining idle more than six months) Lawns and High-Maintenance Areas

Rate/acre Rate/acre

Seed Mixtures pure Live Seed Optimum Soil pH Seed Mixtures pure Live Seed Optimum Soil pH
1. Perer'mlal ryegtfss 70 Ibs. 5.6 to 7.0 1. Bluegrass 140 Ibs. 5.5t0 7.0
- white clover 2 Ibs. 2. Perennial ryegrass 60 Ibs. 5.6 to 7.0
2. Perennial ryegrass 70 Ibs. 5.6 t0 7.0 (turf type) 90 Ibs.
- tall fescue 50 Ibs. 3. Tall fescue (turf type) 170 Ibs. 5.6t0 7.5
3. Tall fescue 70 Ibs. 5.5t0 7.5 - bluegrass 30 Ibs.

- white clover * .
2 1bs Channels and Areas of Concentrated Flow

Steep Banks and Cuts, Low-Maintenance Areas (not mowed) Rate/acre
Seed Mixtures

Rate/acre Opti Soil bH Pure Live Seed Optimum Soil pH
Pure Live Seed ptimum Soil p

Seed Mixtures

1. Perennial ryegrass 150 Ibs. 5.5 t0 7.0
1. Smooth bronle grass 35 Ibs. 5.5t0 7.0 - white * 2 Ibs.
- red clover 20 Ibs. 2. Kentucky bluegrass 20 Ibs.
2. Tall fescue 50 Ibs. - smooth bromegrass 10 Ibs.
5.5t0 7.5 )
- white clover * 2 Ibs. - switchgrass 3 Ibs. 5.5t0 7.5
- timothy 4 Ibs.
3. Tall fescue 50 Ibs. 5.5t0 7.5 - perennial ryegrass 10 Ibs.
- red clover * 20 Ibs. >0/, - white clover 2 Ibs.
4. Orchard grass 30 Ibs. 3. Tall f'escue * 150 Ibs. 5.5t0 7.5
- red clover * 20 Ibs. 5.6 to 7.0 - white clover 2 Ibs.
- white clover * 2 lbs. 4. Tall fescue 150 Ibs.
5. Crownvetch * 12 Ibs. - perennial ryegrass 20 Ibs. 55t 7.5
5.6t0 7.0
- tall fescue 30 Ibs. - Kentucky bluegrass 20 Ibs.

* For best results: (a) legume seed should be inoculated; (b) seeding mixtures
containing legumes should preferably be spring-seeded, although the grass
may be fall-seeded and the legume frost-seeded; and (c) if legumes are
fall-seeded, do so in early fall.

Written dimensions shown hereon shall take precedence over scaled dimensions.

Contractors shall calculate and measure required dimensions. Notify Cash
information. Commencement of Work constitutes verification and acceptance of

reproduction, use or disclosure of the proprietary information contained herein
existing conditions.

without the prior written consent of the Cash Waggner & Associates, PC is

strictly prohibited.
Application of a material or equipment to Work installed by others constitutes

acceptance of that Work and assumption of responsibility for satisfactory

Waggner & Associates, PC with any variations in dimensions or conditions from
installation.

project only. All drawings, specifications, designs, models, ideas, calculations,
and arrangements appearing herein constitutes the original and unpublished
Work of and remains the property of Cash Waggner & Associates, PC. Any
those indicated on these drawings. This drawing was based on available

This drawing and/or specifications is provided as an instrument of service
provided by Cash Waggner & Associates, PC and is intended for use on this
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