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PLANTING NOTES
GENERAL

IN CASE OF DISCREPANCIES BETWEEN THE LANDSCAPE PLAN AND PLANT LIST, THIS PLAN SHALL
SUPERSEDE THE PLANT LIST.
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ALL PLANTS SHALL MEET OR EXCEED CURRENT STANDARDS FOR NURSERY STOCK, ANSI Z.60.1 AS SET
FORTH BY AMERICAN ASSOCIATION OF NURSERYMEN.
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AN APPROVED PREEMERGENT HERBICIDE SHALL BE APPLIED IN ALL PLANTING BEDS AT A RATE
SPECIFIED BY THE MANUFACTURER FOR EACH PLANT VARIETY.

FINAL PLACEMENT OF TREES, SHRUBS, AND PLANTING BEDS SHALL BE APPROVED BY CASH WAGGNER &
ASSOCIATES. CASH WAGGNER & ASSOCIATES RESERVES THE RIGHT TO MAKE MINOR ADJUSTMENTS TO
PLANT LOCATIONS.

PLANT SUBSTITUTIONS WILL NOT BE ALLOWED WITHOUT FIRST NOTIFYING CASH WAGGNER &
ASSOCIATES IN WRITING OF PROOF OF NON AVAILABILITY. CASH WAGGNER & ASSOCIATES WILL
APPROVE OF PLANT SUBSTITUTION OR INDICATE ALTERNATE PLANT SELECTION.
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ALL PLANTS SHALL BE TAGGED WITH PROJECT IDENTIFICATION AT NURSERY OR AT CONTRACTORS PLACE
OF BUSINESS PRIOR TO MOVING TO PROJECT SITE. CASH WAGGNER & ASSOCIATES RESERVES THE
RIGHT TO INSPECT AND APPROVE OR REJECT PLANTS PRIOR TO MOVING TO THE PROJECT SITE.
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Written dimensions shown hereon shall take precedence over scaled dimensions.

Contractors shall calculate and measure required dimensions. Notify Cash
information. Commencement of Work constitutes verification and acceptance of

This drawing and/or specifications is provided as an instrument of service
provided by Cash Waggner & Associates, PC and is intended for use on this
project only. All drawings, specifications, designs, models, ideas, calculations,
and arrangements appearing herein constitutes the original and unpublished
Work of and remains the property of Cash Waggner & Associates, PC. Any
reproduction, use or disclosure of the proprietary information contained herein
without the prior written consent of the Cash Waggner & Associates, PC is
strictly prohibited.

Waggner & Associates, PC with any variations in dimensions or conditions from
those indicated on these drawings. This drawing was based on available
existing conditions.
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PLANT INSTALLATION SHALL NOT PROCEED UNTIL ROUGH GRADING HAS BEEN COMPLETED.

Application of a material or equipment to Work installed by others constitutes

acceptance of that Work and assumption of responsibility for satisfactory

installation.

CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS AND FEES THAT MAY BE REQUIRED FOR HIS
WORK.
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CONTRACTOR SHALL NOTIFY CASH WAGGNER & ASSOCIATES AT LEAST ONE WEEK PRIOR TO ORDERING
PLANT MATERIAL OF ANY PLANTS THEY FEEL MAY NOT SURVIVE IN SPECIFIED LOCATION.
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TOPSOIL SHALL BE PULVERIZED WITH AN ORGANIC CONTENT BETWEEN 3 TO 5 PERCENT AND WITH A pH
RANGE BETWEEN 5.5 - 7.0. FREE OF STONES.

PEAT MOSS SHALL BE A FINELY DIVIDED GRANULAR TEXTURE WITH A pH RANGE BETWEEN 6.0 - 7.5 AND
HAVING WATER ABSORPTION CAPACITY OF 1100 - 2000 PERCENT.

COMMERCIAL FERTILIZER SHALL BE GRANULAR OR DILUTED SLOW RELEASE FERTILIZER.

PLANTING BED MULCH SHALL BE COMMERCIALLY AVAILABLE SHREDDED HARDWOOD SPREAD TO A

THICKNESS OF 3". UTILITY MULCH OR PROCESSED TREE TRIMMINGS ARE NOT ACCEPTABLE.

REVISIONS
PLANTING SOIL MIX FOR TREE, SHRUB, AND PLANTING BEDS SHALL BE 50% NATIVE SOIL, 25% TOPSOIL,

AND 25% PEAT MOSS. FREE OF STONES, ROOTS, AND OTHER HARMFUL MATERIALS. MIX COMMERCIAL
FERTILIZER WITH PLANTING SOIL AT RATES RECOMMENDED BY MANUFACTURER. MIX PLANTING SOIL AT
PROJECT SITE PRIOR TO BACKFILLING.

REMOVE AND PROPERLY DISPOSE OF EXCESS SOIL, WASTE MATERIAL, TRASH AND DEBRIS.
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DESCRIPTION

PLANT MATERIALS amy.

LARGE SHADE TREES: 36
B&B OR CONTAINER GROWN
) CALIPER © 6 IN. ABOVE GRADE TYPE OF SPECIES AND/OR FOR
RSO : PREFERENCE & AVAILABILITY
ACER SACCHARUM — SUGAR MAPLE
o QUERCUS ALBA — WHITE OAK
QUERCUS RUBRA — RED OAK
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Description

CACL TOLL FREE

1-800-382-5544
PER INDIANA STATE LAW IC8-1-26.
IT IS AGAINST THE LAW TO EXCAVATE

MEDIUM STREET TREES: 17
B&B OR CONTAINER GROWN

D: MIN. TRUNK SIZE 2 IN.
CALIPER @ 6 IN. ABOVE GRADE TYPE OF SPECIES AND/OR FOR

By
INT

WITHOUT NOTIFYING THE UNDERGROUND- —
LOCATAION SERVICE TwO (2 WORKING
DAYS BEFORE CDMMENCING/»MRK.
7

CARPINUS CAROLINIANA — AMERICAN HORNBEAM | PREFERENCE & AVAILABILITY
SORBUS ALNIFOLIA — KOREAN MOUNTAIN ASH
TILLIA CORDATA 'GREEN SPINE' — LITTLE—LEAF LINDEN

DATE
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ORNAMENTAL ACCENT TREES: (15-30 FT IN HEIGHT) ————— 12
B&B OR CONTAINER GROWN

\ D: MIN. TRUNK SIZE 1-1/2 IN.

\Xﬂ CALIPER@ 6 IN. ABOVE GRADE

\xg\ ACER GINNALA — AMUR MAPLE TYPE OF SPECIES AND/OR FOR
ACER PALMATUM — JAPANESE MAPLE PREFERENCE & AVAILABILITY
MAGNOLIA X LOEBNERI — LOEBNER MAGNOLIA
MAGNOLIA STELLATA — STAR MAGNOLIA
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CASH WAGGNER

EVERGREEN TREES: 3
B&B OR CONTAINER GROWN
MIN. 6.0 FEET TALL

PICEA ABIES — NORWAY SPRUCE

PICEA PUNGENS 'GLAUCA’ — COLORADO BLUE SPRUCE

TYPE OF SPECIES AND/OR FOR
PREFERENCE & AVAILABILITY

LARGE SHRUBS ,
SHUBS: MIN. 24” IN HEIGHT AT PLANTING

CORNUS SERICEA BAILEYlI — REDTWIG DOGWOOD — 48

. ‘, i ard Playground _ XX
SMALL SHRUBS IS S 11,000-SF 7 N
e 8 { __~Soft Playground %)

BUXUS MICROPHYLLA 'KOREANA’ — KOREAN BOXWOOD ————— 84 =h b \ \ 11,000-SF

PH: 812.634.5015
FAxX: 812.634.5017

WWW.CASHWAGGNER.COM
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LANDSCAPE LEGEND

Permanent Seeding (min.) All Disturbed Areas.
Per SWP3 Narrative Specifications (Sht. C-105)

—12"PVC
[E=939.2"

402 EAsT 13 ST1, SUITE 101
JASPER, IN 47546
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DRAWN BY: DJM

5345Base

S'3ALE:| As Shown
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Do not cut tree leader.
Prune any dead or damaged branches
as directed by Landscape Architect

FILENAME:

FF = 947.00

> / GENERAL NOTES:
‘ L~ 1. Evergreen trees over 30" in height
\\ ' P shall be guyed.
“‘\ ’ 2. Remove top 1/3 of burlap on root
7 S—T7 .
v ball. Remove wire basket completely.

3. Provide plastic or metal flags on
=] vice P X J
=7 guy wires in or near sidewalks.
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ATRENIY:
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Large caliper guying system.

HNERESEAN

FATITTTT

WM

3" shredded hardwood bark mulch

LEBANON
ELEMENTARY SCHOOL
LANDSCAPE

JOHN-BART RD
LEBANON, IN 46052

Equal to
ball dia.

3" high topsoil saucer

Refer to plans for finish grade

NEW CONSTRUCTION

PLAN

/érﬂi‘m%m* : Slope & scarify sides of pit
-— Width of pit to be three
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PROJECT
ADDRESS:

SHEET TITLE:

Topsoil backfill mix

DATE:

05.30.23

Scarified subgrade

Set root ball on 6” undisturbed soil "cone”

TREE PLANTING DETAIL at bottom of pit

NO SCALE
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