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Schedule GENERAL NOTES
- Number Lamp Input
0+0_0 j\{)o ,00 Symbol Label Manufacturer Catalog Description Lamps Output LLF Power GENERAL PLAN NOTES:
Y %ﬂ_ 5.0 Lithonia WPX0 LED ALO SWW?2 WPXO0 LED, 850-1,650 1 1645 0.95 12.4511 e  MH: AS NOTED
Ty 3 Lightin MVOLT Adjustable Lumen Output !
Lol ] VV1 ghting J Jutp e POINTS CALCULATED AT: GRADE
| 0. (1,650 Default), Switchable e LIGHT LOSS FACTOR: AS NOTED
+0-J5. CCT (4000K Default), 120-277V
0. Lithonia WDGE2 LED P4 40K WDGE2 LED WITH P4 - 1 4202 0.95 46.6589
: Lighting 80CRI TFTM PERFORMANCE PACKAGE,
| W2 4000K, 80CRI, TYPE FORWARD
THROW MEDIUM OPTIC
Lithonia WDGES3 LED P4 70CRI WDGE3 LED WITH P4 - 1 12277 0.95 87.8914
EI Lighting RFT 40K PERFORMANCE PACKAGE,
W3 4000K, 70CRI, FORWARD
THROW OPTIC
Modern Forms Myla - PD-W24320-40 Pendant Mounted Luminaire - 1 2917 0.95 60.8195
P 1 Outdoor Rated
Modern Forms Squat - FM-W47205-40 Surface-mounted Luminaire - 1 362 0.95 11.9783
S M 1 Outdoor Rated
I:I Modern Forms Forg - WS-W1718 Surface-mounted Luminaires - 1 956 0.95 31.5289
WS 1 Outdoor Rated
Lithonia RSX1 LED P4 40K R4 RSX LED Area Luminaire Size 1 1 10893 0.95 133.14
|:| Lighting XXX SPA HS FINISH/ 20’ P4 Lumen Package 4000K CCT
o S1 SSS POLE Type R4 Distribution with HS
shield
Lithonia RSX1 LED P1 40K R4 RSX LED Area Luminaire Size 1 1 4725 0.95 51.34
|:| Lighting XXX SPA HS FINISH/ 20’ P1 Lumen Package 4000K CCT
o 82 SSS POLE Type R4 Distribution with HS
shield
Statistics
Description Symbol Avg Max Min Max/Min Avg/Min
Property Line_Grade + 01fc | 06fc | 0.0fc N/A N/A
Site_Grade + 1.8fc | 236fc | 0.0fc N/A N/A
Paved Area_Grade X 2.3 fc 14.5 fc 0.1 fc 145.0:1 23.0:1
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LIGHTING PHOTOMETRIC
SCALE : 1" =16FT 6/13/23
Disclaimer Drawing #

This lighting submittal is strictly based on the information

provided to LIGHTsource, and is provided without warranty as to accuracy,
completeness, reliability or otherwise. If the information (including but not
limited to floor-plans, reflected ceiling plans, electrical plans and specifications)
provided to Acuity Brands is incomplete or not current (i.e., newer versions
exist), the accuracy of proposed design may be adversely affected. Once this Sheet No.
lighting submittal is received by the customer or end-user (as applicable),it is

the obligation of the customer or end-user (as applicable) to consult with a
professional engineering advisor to determine whether the proposed design
meets the applicable project requirements for lighting system performance,
code compliance, safety, suitability and effectiveness for use in a particular
application. In no event will LIGHTsource be responsible for any loss resulting

from any use of any information contained in this lighting submittal.
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