
GENERAL ELEVATION NOTES
A. BUILDING ELEVATIONS SHOWN ON THIS DRAWING ARE INTENDED FOR 

GENERAL REFERENCE PURPOSES ONLY.  REFER TO REFERENCED 
SECTIONS AND DETAILS FOR MORE FULLY DESCRIBED CONDITIONS AND 
REQUIREMENTS.

B. MATERIAL INDICATIONS AND KEYNOTES SHOWN ON ONE BUILDING 
ELEVATION APPLY TO SIMILAR CONDITIONS ON OTHER BUILDING 
ELEVATIONS WHERE SHOWN. U.N.O.

C. ALL EXPOSED EXTERIOR METAL SUCH AS FLASHINGS, COPINGS, 
FASCIAS, GUTTERS, DOWNSPOUTS, LADDERS, ETC. SHALL RECEIVE 
SHOP APPLIED FINISH COATING UNLESS A FIELD APPLIED FINISH 
COATING IS NOTED.

D. LINES REPRESENTING PAVING AND FINISH GRADES ARE APPROXIMATE 
AND ARE SHOWN FOR REFERENCE PURPOSES ONLY. REFER TO SITE 
PLANS FOR SPECIFIC GRADE AND SPOT ELEVATIONS AT EACH 
RESPECTIVELY.

E. ALL LINTELS, PLATES, ETC. IN EXTERIOR SHALL BE HOT DIPPED 
GALVANIZED W/ EXPOSED PORTIONS PAINTED.

LEVEL 01
0' - 0"

LEVEL 02
15' - 0"

2 2 2

7

8

1 1 1

1

2 2 22

2 222 22

2

3

4 4

5

6

4

1

LEVEL 01
0' - 0"

LEVEL 02
15' - 0"

9

LEVEL 01
0' - 0"

LEVEL 02
15' - 0"

10 10

10 10 10

3

2 2
14

22

LEVEL 01
0' - 0"

LEVEL 02
15' - 0"

17

22

14

14

10 10 10 10

101010

3 3 3

15

3

3

10

1010

16

17

18 1818

19

VIF

3' - 0"5' - 11"

V
IF

4
' -

 0
"

V
IF

3
' -

 0
"

21

GENERAL DEMOLITION NOTES
A. REFER TO G-001 FOR MATERIALS AND SYMBOLS LEGENDS.
B. THE CONTRACTOR SHALL PROVIDE ALL TEMPORARY PARTITIONS AND 

TEMPORARY DOORS AS DEEMED NECESSARY BY THE ARCHITECT, ENGINEER 
AND OWNER TO CONTROL DUST, DEBRIS AND ACCESS TO THE PROJECT SITE. 
THEY SHALL BE WELL MAINTAINED AND ANY DAMAGE REPAIRED IMMEDIATELY.

C. PROTECT EXISTING FLOOR FINISHES FROM CONSTRUCTION TRAFFIC THROUGH 
OCCUPIED AREAS. EXISTING WALL, FLOOR AND CEILINGS FINISHES TO REMAIN 
SHALL BE PROTECTED AND ANY DAMAGE RESULTING FROM DEMOLITION WORK 
SHALL BE REPAIRED.

D. WHEN DEMOLITION CAUSES DAMAGE TO FLOOR, WALL OR CEILING SURFACES 
THAT WILL REMAIN EXPOSED IN THE FINISHED WORK, SUCH DAMAGE SHALL BE 
REPAIRED AS REQUIRED TO RECEIVE NEW FINISHES.

E. THE CONTRACTOR SHALL COVER AND PROTECT OWNER'S EQUIPMENT WHICH 
CANNOT BE REMOVED FROM THE PROJECT AREA.

F. ALL EQUIPMENT REMOVED FROM PROJECT AREA SHALL BE RETURNED TO THE 
OWNER, UNLESS DIRECTED OTHERWISE BY OWNER.  NOTES ON DEMOLITION 
PLAN FOR 'REMOVAL' SHALL NOT BE CONSTRUED AS A DIRECTIVE TO DISPOSE 
OF EQUIPMENT.

G. CONTRACTOR SHALL COORDINATE ALL DEMOLITION WITH ANY PHASING 
REQUIRED TO COMPLETE THE WORK.

H. WHERE EXTERIOR WALLS, DOORS AND/OR WINDOWS ARE TO BE REMOVED OR 
MODIFIED,  THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO 
ENSURE THAT THE EXISTING BUILDING REMAINS SECURE, WEATHER-TIGHT, AND 
WITHOUT DRAFTS.

I. MAKE ALL DEMOLITION CLEAN AND COMPLETE AND IN A MANNER SUITABLE TO 
ACCEPT NEW FINISHES AND/OR SURFACES.

J. REMOVE ALL EXISTING WALL MOUNTED ITEMS WITHIN THE PROJECT LIMIT AREA 
WHICH ARE NOT NOTED TO REMAIN. THE CONTRACTOR SHALL DISPOSE OF 
THESE ITEMS AFTER INSPECTION BY THE OWNER FOR FUTURE RE-USE. IF 
ITEMS ARE REMOVED FROM WALLS THAT ARE TO REMAIN, THE CONTRACTOR 
SHALL PATCH WALLS AS REQUIRED TO RECEIVE NEW FINISHES AND/OR 
SURFACES.

K. DEMOLITION FOR BUILDING SERVICES AND UTILITIES SHALL BE PERFORMED BY 
THE TRADE RESPONSIBLE FOR THAT UTILITY. FOR EXAMPLE, PLUMBING 
FIXTURES SHALL BE DEMOLISHED BY THE MECHANICAL CONTRACTOR.  
OPENINGS FOR DEMOLISHED UTILITIES SHALL BE INFILLED BY TRADE 
RESPONSIBLE FOR PIPING, DUCT OR CONDUIT DEMOLITION.  OPENINGS 
THROUGH FIRE-RATED CONSTRUCTION SHALL BE PATCHED TO MATCH 
EXISTING CONSTRUCTION AND/OR BE FIRESTOPPED.

L. THE INTENT OF THE DEMOLITION NOTES IS TO PROVIDE A GENERAL OUTLINE 
FOR THE CONTRACTOR OF ITEMS TO BE REMOVED AND  TO ALLOW FOR THE 
NEW CONSTRUCTION AS OUTLINED ELSEWHERE IN THE CONTRACT 
DOCUMENTS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DEMOLITION 
AND REMOVAL OF ITEMS TO ALLOW FOR NEW CONSTRUCTION - SHOWN OR 
NOT SHOWN - ON DEMOLITION PLANS AS MAY BE REQUIRED.

M. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PATCHING AND REPAIRING DUE 
TO DEMOLITION AND/OR REMOVAL OF EQUIPMENT TO CREATE A FLUSH, 
SMOOTH SURFACE PROPERLY PREPARED TO RECEIVE NEW FINISHES AS 
INDICATED. CONTRACTOR SHALL SOAP IN NEW CMU AT HOLES AND VOIDS 
LARGER THAN 2" DIAM. TO MATCH EXISTING ADJACENT AREAS AND PATTERNS.

N. REFER TO MECHANICAL AND/OR ELECTRICAL DRAWINGS AND SPECIFICATIONS
FOR SPECIFIC REQUIREMENTS PERTAINING TO THE REMOVAL, RELOCATION 
AND/OR MODIFICATION OF ITEMS RELATED TO EXISTING MECHANICAL AND 
ELECTRICAL SYSTEMS.

O. SHOULD THE CONTRACTOR ENCOUNTER ANY MATERIALS DURING SELECTIVE 
DEMOLITION AND NEW WORK WHICH ARE SUSPECTED BY THE CONTRACTOR TO 
BE OF AN UNKNOWN OR QUESTIONABLE COMPOSITION WITH RESPECT TO 
CONTAMINANTS WHICH MAY BE HAZARDOUS TO HUMAN HEALTH, THE 
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER OF SUCH FINDINGS.
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ELEVATION KEYNOTES
1 INFILL EXISTING OPENING TO MATCH ADJACENT SILL HEIGHTS. MATCH

COLOR AND TEXTURE OF EXISTING BRICK AND MORTAR.

2 INSTALL NEW ALUMINUM-CLAD WOOD WINDOW IN EXISTING MASONRY
OPENING

3 INSTALL NEW ALUMINUM STOREFRONT DOOR IN EXISTING MASONRY
OPENING

4 INSTALL NEW ALUMINUM-CLAD WOOD WINDOW IN NEW MASONRY OPENING.

5 INSTALL NEW ALUMINUM STOREFRONT DOOR IN NEW MASONRY OPENING.

6 INSTALL NEW TROWELED STUCCO FINISH ON EXPANDED METAL MESH
OVER EXISTING MASONRY.

7 STRIP, PREP, AND REPAINT EXISTING METAL CORNICE

8 INSTALL NEW ALUMINUM STOREFRONT SYSTEM IN EXISTING OPENING.

9 INFILL EXISTING OPENING. MATCH COLOR AND TEXTURE OF EXISTING
BRICK.

1/8" = 1'-0"5 EAST ELEVATION
1/8" = 1'-0"6 SOUTH ELEVATION

1/8" = 1'-0"7 WEST ELEVATION

No. Description Date

1/8" = 1'-0"1 EAST ELEVATION - DEMOLITION
1/8" = 1'-0"2 SOUTH ELEVATION - DEMOLITION

1/8" = 1'-0"3 WEST ELEVATION - DEMOLITION

DEMOLITION KEYNOTES
1 NOT IN PROJECT SCOPE

2 REMOVE WALLS COMPLETE WHERE INDICATED OR SHOWN.

3 REMOVE DOOR AND FRAME COMPLETE; PREP FOR WALL INFILL WHERE
APPLICABLE

5 REMOVE EXISTING CEILING AND FRAMING COMPLETE

7 REMOVE EXISTING FLOOR FINISHES AND BASE, CLEAN AND FRAMING.
PREPARE TO RECIEVE NEW FLOOR STRUCTURE.

8 REMOVE EXISTING FLOOR FINISHES DOWN TO FLOOR DECKING. PREP TO
RECEIVE NEW FINISHES.

9 REMOVE EXISTING PLUMBING FIXTURES COMPLETE. REMOVE SUPPLY AND
WASTE LINES BACK TO SERVICE.

10 REMOVE EXISTING WINDOW AND FRAMED INFILL COMPLETE

14 REMOVE EXISTING STAIRS AND RELATED CONSTRUCTION COMPLETE.
PATCH AND REPAIR BRICK.

15 REMOVE EXISTING SIGN COMPLETE. REMOVE POWER BACK TO SOURCE.
PATCH AND REPAIR BRICK AS REQUIRED.

16 REMOVE BRICK TO MATCH SILL HEIGHT OF ADJACENT WINDOWS

17 REMOVE EXISTING METAL PANELS AND RELATED CONSTRUCTION BACK TO
MASONRY

18 REMOVE VENEER BRICK AND MASONRY TIES BACK TO MASONRY

19 REMOVE BRICK TO CREATE OPENING TO MATCH SIZE AND HEIGHT OF
ADJACENT WINDOWS. TOOTH IN NEW BRICK JAMBS.

20 REMOVE EXISTING PLASTER FROM BRICK WALL COMPLETE IN THIS AREA

21 REMOVE AREAS OF PLASTER FINISH WHERE LOOSE AND/OR FAILING AND
PREPARE EXISTING MASONRY SUBSTRATE TO RECEIVE NEW PLASTER
FINISH.

22 NOT IN PROJECT SCOPE

1/8" = 1'-0"8 NORTH ELEVATION

1/8" = 1'-0"4 NORTH ELEVATION - DEMOLITION


