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LANDSCAPE PLAN NOTES:

1. ALL DISTURBED AREAS SHALL BE SEEDED.

2. LOCATIONS OF ALL TREES AND SHRUBS SHALL BE STAKED
AND APPROVED BY OWNER'S REPRESENTATIVE PRIOR TO
PLANTING.

3. ALL SHRUB PLANTING AREAS SHALL BE COVERED WITH 3"
LAYER OF SHREDDED NATURAL HARDWOOD MULCH
UNLESS OTHERWISE NOTED.

4. IF DISCREPANCIES ARE FOUND BETWEEN PLANS AND
ACTUAL FIELD CONDITIONS, NOTIFY OWNER'S
REPRESENTATIVE IMMEDIATELY FOR DECISION PRIOR TO
COMMENCEMENT OF ANY WORK.

5. ANY PLANT SUBSTITUTIONS MUST BE APPROVED BY
OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

6. REFER TO SHEET L102 FOR FOUNDATION PLANTING PLANS.

7. REFER TO SHEET L103 FOR PLANTING DETAILS.
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LANDSCAPE PLAN NOTES:

1. ALL DISTURBED AREAS SHALL BE SEEDED.

2. LOCATIONS OF ALL TREES AND SHRUBS SHALL BE STAKED AND
APPROVED BY OWNER'S REPRESENTATIVE PRIOR TO PLANTING.

3. ALL SHRUB PLANTING AREAS SHALL BE COVERED WITH 3" LAYER
OF SHREDDED NATURAL HARDWOOD MULCH.

4. IF DISCREPANCIES ARE FOUND BETWEEN PLANS AND ACTUAL
FIELD CONDITIONS, NOTIFY OWNER'S REPRESENTATIVE
IMMEDIATELY FOR DECISION PRIOR TO COMMENCEMENT OF ANY
WORK.

5. ANY PLANT SUBSTITUTIONS MUST BE APPROVED BY OWNER'S 
REPRESENTATIVE PRIOR TO INSTALLATION.

6. REFER TO SHEET L101 FOR SITE PLANTING PLAN.

7. REFER TO SHEET L103 FOR PLANTING DETAILS.

SOUTHFORK
OFFICE / MODEL OXFORD MODEL

BROOKWOOD MODEL

OFFICE/SOUTHFORK FOUNDATION PLANTING PLAN
1" = 10'1 OXFORD FOUNDATION PLANTING PLAN

1" - 10'2 BROOKWOOD FOUNDATION PLANTING PLAN
1" = 10'3
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INSTALL ROOTBALL ON
UNDISTURBED SOIL CONE
AT BOTTOM OF PLANTING
PIT

AMENDED SOIL BACKFILL

WIDTH OF PIT TO BE 3 TIMES
ROOT BALL DIAMETER

SLOPE AND SCARIFY SIDES
OF PLANTING PIT

FINISH GRADE

3" HIGH TOPSOIL SAUCER

3" SHREDDED HARDWOOD
BARK MULCH-DO NOT
ALLOW MULCH TO CONTACT
TREE TRUNK

NOTES:
1. REMOVE TOP 1/3 OF
BURLAP ON ROOTBALL  AND
ALL ROPES FROM AROUND
THE TRUNK. REMOVE
SYNTHETIS BURLAP
COMPLETELY.
2. AFTER SETTING HOLE
REMOVE TOP AND SIDES OF
WIRE BASKET, IF ANY.
3. IF STAKING IS
REQUIRED, PROVIDE
PLASTIC FLAGGING ON GUY
POSTS IN OR NEAR
SIDEWALKS

GUY TREE W/ 2X2
HARDWOOD STAKES IF
REQUIRED

MULTI- STEM TREE PLANTING DETAIL
NTS4

2" SHREDDED HARDWOOD
BARK MULCH
DO NOT ALLOW MULCH TO
CONTACT TRUNK(S) OF
SHRUB(S)

3" HIGH TOPSOIL SAUCER
FOR INDIVIDUAL PLANTS

WIDTH OF PIT TO BE 1 1/2
TIMES ROOT BALL
DIAMETER

NOTE:
1. REMOVE BURLAP AND
TWINE FROM TOP 1/3 OF ROOT
BALL OR CAREFULLY REMOVE
CONTAINER
2. REMOVE ALL SOIL ABOVE
THE PLANT'S ROOT FLARE.
3. PLANT SHRUB SO ROOT
FLARE IS AT, OR SLIGHTLY
ABOVE FINISH GRADE.

FINISH GRADE

SLOPE & SCARIFY SIDES OF
PLANTING PIT

AMENDED SOIL BACKFILL

INSTALL ROOT BALL ON
UNDISTURBED SOIL CONE
AT BOTTOM OF PLANTING
PIT

SHRUB PLANTING DETAIL
NTS3

3" HIGH TOPSOIL SAUCER
FOR INDIVIDUAL PLANTS

3" DEPTH SHREDDED
HARDWOOD MULCH.
DO NOT ALLOW MULCH TO
CONTACT TRUNK(S)

FINISH GRADE

WIDTH OF PIT TO BE 2 TIMES
ROOT BALL DIAMETER

SLOPE AND SCARIFY
SIDES OF PLANTING PIT

NATIVE SOIL BACKFILL

INSTALL ROOT BALL ON
UNDISTURBED SOIL
CONE AT BOTTOM OF
PLANTING PIT

2"

ONLY IF NEEDED, GUY TREE
WITH 2X2 HARDWOOD STAKES.

PLANTING NOTES:
1. DO NOT PLANT TREES DEEPER THAN GROWN AT NURSERY.
TRUNK FLARE SHOULD BE LEVEL WITH OR SLIGHTLY HIGHER
THAN SURROUNDING FINISH GRADE.
2. AFTER TREE IS POSITIONED IN THE PIT, BACKFILL SOIL TO 34
FULL.
3. CUT ALL TWINE OR WIRE AWAY FROM TOP OF ROOT BALL
AND STEM.
4. REMOVE BURLAP  FROM TOP 13 OF ROOTBALL AND FOLD
BACK BELOW GROUND LEVEL. REMOVE ALL PLASTIC TWINE
AND SYNTHETIC BURLAP COMPLETELY.
5. CUT AWAY TOP AND SIDES OF WIRE BASKET IF PRESENT.
6. SOAK PLANT BALL AND PIT THOROUGHLY TO SETTLE THE
BACKFILL AND ELIMINATE AIR POCKETS.
7. FINISH FILLING THE PIT WITH SOIL AND WATER
THOROUGHLY.
8. INSTALL STAKING ONLY WHEN NEEDED.
9. IF STAKING IS REQUIRED, PROVIDE PLASTIC FLAGS ON GUY
POSTS IN OR NEAR WALKWAYS.
10. AFTER FINAL INSPECTION, REMOVE ALL TAGS AND LABELS

SINGLE STEM TREE PLANTING DETAIL
NTS1

EVERGREEN  PLANTING DETAIL
NTS2

2"

3" HIGH TOPSOIL SAUCER

3" SHREDDED HARDWOOD
MULCH. DO NOT ALLOW
MULCH TO CONTACT TREE
TRUNK.

IF NEEDED, GUY TREE WITH
2X2 HARDWOOD STAKE
LOCATED ON SIDE OF
PREVAILING WINDS.

FINISH GRADE

SLOPE AND SCARIFY
SIDES OF PLANTING PIT

WIDTH OF PIT TO BE 3 TIMES
ROOT BALL DIAMETER

AMENDED SOIL BACKFILL

INSTALL ROOTBALL ON
UNDISTURBED SOIL CONE
AT BOTTOM OF PLANTING
PIT WITH TOP OF ROOTBALL
AT OR 1" ABOVE EXISTING
FINISH GRADE

NOTES:
1. DO NOT PLANT TREES DEEPER THAN GROWN AT
NURSERY. TRUNK FLARE SHOULD NOT BE BURIED.
2. AFTER TREE IS POSITIONED IN THE PIT, REMOVE
BURLAP  FROM TOP 13 OF ROOTBALL AND FOLD
BACK BELOW GROUND LEVEL. REMOVE ALL
PLASTIC TWINE AND SYNTHETIC BURLAP
COMPLETELY.
3. CUT AWAY TOP AND SIDES OF WIRE BASKET IF
PRESENT.
4. SOAK PLANT BALL AND PIT THOROUGHLY
IMMEDIATELY AFTER PLANTING
5. INSTALL STAKING ONLY WHEN NEEDED.
6. IF STAKING IS REQUIRED, PROVIDE PLASTIC
FLAGS ON GUY POSTS IN OR NEAR WALKWAYS.
7. AFTER FINAL INSPECTION, REMOVE ALL TAGS
AND LABELS

GENERAL PLANTING NOTES:

1. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXISTING FIELD CONDITIONS AND
NOTING ANY DISCREPANCIES BETWEEN LANDSCAPE PLAN AND FIELD CONDITIONS
PRIOR TO INSTALLATION.  SHOULD DISCREPANCIES OCCUR, CONTRACTOR IS
RESPONSIBLE FOR NOTIFYING OWNER OF SUCH DISCREPANCIES BEFORE
INSTALLATION BEGINS.  FISCHER DESIGN, LLC. ASSUMES NO RESPONSIBILITY FOR
WORK PERFORMED PRIOR TO FIELD VERIFICATION OF LANDSCAPE PLAN.

2. CONTRACTOR SHALL EXAMINE AREAS AND CONDITIONS FOR COMPLIANCE WITH
PLANTING REQUIREMENTS AND DETERMINE IF AREAS AND CONDITIONS AFFECTING
PERFORMANCE OF THE WORK ARE SATISFACTORY.  DO NOT PROCEED WITH WORK
UNTIL SATISFACTORY CONDITIONS HAVE BEEN CORRECTED IN ACCEPTABLE MANNER.
VERIFY THAT NO DELETERIOUS SUBSTANCES ARE PRESENT IN PLANTING AREAS.
REMOVE SOIL THAT IS UNSUITABLE FOR PLANTING AND REPLACE WITH PLANTING
SOIL BACKFILL.

3. DO NOT MIX OR PLACE SOILS AND AMENDMENTS THAT ARE FROZEN, WET OR IN
MUDDY CONDITIONS.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING UTILITY COMPANIES TO
LOCATE UTILITIES PRIOR TO INSTALLATION. CONTRACTOR SHALL  BE RESPONSIBLE
FOR MAINTAINING UTILITY LOCATIONS THROUGHOUT THE ENTIRE LANDSCAPE
PROJECT.

5. CONTRACTOR SHALL PROTECT ADJACENT SURFACES INCLUDING STRUCTURES,
UTILITIES, PAVEMENT AND OTHER FACILITIES FROM DAMAGE CAUSED BY PLANTING
OPERATIONS.

6. ALL PLANT MATERIAL SHALL CONFORM TO AMERICAN STANDARDS FOR NURSERY
STOCK STANDARDS.

7. PROCEED WITH PLANTING ONLY WHEN WEATHER CONDITIONS ARE FAVORABLE.

8. CONTRACTOR SHALL FINISH GRADE PLANTING AREAS TO A SMOOTH, UNIFORM
SURFACE PLANE WITH LOOSE, UNIFORMLY FINE TEXTURE.  GRADE TO WITHIN PLUS
OR MINUS ½” OF FINISH ELEVATION.

9. LOCATIONS OF ALL TREES AND SHRUBS SHALL BE STAKED BY CONTRACTOR  AND
APPROVED BY OWNERS REPRESENTATIVE PRIOR TO PLANTING.

10.  ALL DISTURBED LAWN AREAS SHALL BE SEEDED WITH SEED MIXTURE APPROVED BY
OWNER'S REPRESENTATIVE.

LOW STATURE NATIVE GRASS SEED MIX
NTS5
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